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Bulletin, No. 151, March, 1948: See Electrodeposited Coatings; Paint. 
Organic Reagents sravimetric Analysis 
Irganic Reagents for Gravimetric Analysis Code Systems. 


John F. Flagg, p. 31. 
The Use of Organic Solvents in Metal Anal- 
ysis—C. J. Rodden, p. 31. 


A.S.T.M. Code Systems for Aluminum Alloys 
and Magnesium Alloys—R. 8. Smith. 


Published in ASTM Buttetin, No. 151 
rganic Neagents in olorimetric Ana ysis March, 1948, p. 50 (TP58). 


John H. Yoe, p. 32. a- 
Organic Reagents for Volumetric Analysis— Coke, a! 
John F. Flagg, p. 32. 
Oxidation-Reduction Indicators—G. Fred- 
erick Smith, p. 33. 
Cement. Report of Committee C-1, 244. 
Chemical Analysis of Metals. Report of 
Committee E-3, 505. 
Spectrographic Analysis. Report of Com- 
mittee E-2, 503. 


Coal and Coke. Report of Committee D-5, 
389. 

Measurement of the Reactivity of Solid Fuels 
by the Crossing-Point Method—J. Jona- 
kin, P. Cohen, R. Corey, and B. Jain, 1269. 
Discussion, 1290. ls 


Color Metallography. 


Chemical Reactivity. Summary of Proceedings of the Symposium 
See Reactive Materials in in. on Metallography in Color, 942. 
4 
Chromic Acid. Color Index. 
The Action of “Chromic Acid” on Zine Coat- Photoelectric Measurement of a Color Indes 


of Liquid Petroleum Products~- Louis 
ken. Published in ASTM Buttery, 
154, October, 1948, p. 68 (TP2260). 


ings—D. J. Swaine. Published in ASTM 
BuLLETIN, No. 154, October, 1948, p. 52 
(TP 210). Discussion, published in ASTM 


| 
= 

—— 


d 


Compression Testing. 


The Effect of Speed of Testing on Magnesium- 
3ase Ailoys—Symposium on Speed of Test- 
A. A. Moore, 1133. 


ing 
Concrete. 


Concrete and Concrete Aggregates. Report 
of Committee C-9, 263. 

Effect of Delayed Mixing of Prebatched 
Moist Aggregates and Cement on the 
Strength and Durability of Concrete—W. 
H. Price and J. W. Robison, 962. 
sion, 968. 

The Effect of Repeated Loading on the Bond 
Strength on Concrete—C. W. Muhlenbruch, 
977. Discussion, 986. 

Research on Concrete Durability as Affected 
by Coarse Aggregate—Harold S. Sweet, 
988. Discussion, 1017. 

Seventh Sanford E. Thompson Award. 
mary of Proceedings of the 
Annual Meeting, 22. 
C-9, 263. 

Symposium on Methods and Procedures Used 
in Identifying Reactive Materials in Con- 
crete: 

A Rapid Method of Testing Materials for 
the Alkali-Aggregate Reaction—D. O. 
Woolf and Theodore R. Smith, 1108. 
Discussion, 1115. 

Correlation of Laboratory Tests with Field 
Experience in Alkali-Aggregate Reaction 
—Bailey Tremper, 1067 

Correlation of Laboratory Tests with Field 
Experiences of Excessive Concrete Ex- 


Discus- 


Sum- 
Fifty-first 
Report of Committee 


Cement and Aggregate—Thomas E. 
Stanton, 1057. 
Introduction, 1055. 
Petrographic Identification of Reactive 
Constituents in Concrete Aggregate— 
Bryant Mather, 1120. Discussion, 1126. 
Tests Used by the Bureau of Reclama- 
tion for Identifying Reactive Concrete 
Aggregates—Richard C. Mielenz and Les- 
lie P. Witte, 1071. Discussion, 1104. 


pansion Induced by a Reaction Between 


Discussion, 1063. 


Conditioning. 


Corrosion of Non-Ferrous Metals and Alloys. 
Report of Committee B-3, 151. 

Electrical Insulating Materials. 
Committee D-9, 402. 


Report of 


Methods of Testing. 
E-1, 498. 

Report of Administrative Committee on Simu- 
lated Service Testing. Appendix VI, An- 
nual Report of the Board of Directors, 86. 


Report of Committee 


Consistency. 


The Light-Weight Cone for Penetration of 
Soft Greases—Prepared by L. C. Brun- 
strum. Publishedin ASTM But No. 
154, October, 1948, p. 66 (TP224). 

Methods of Testing. Report of Committee 
E-1, 498. 

A Worker-Consistometer for Lubricating 
Greases—S. A. McKee and H. S. White. 
Published in ASTM Bu ttetin, No. 153, 
August, 1948, p. 90 (TP182); Discussion, p. 
97 (TP189). 


Consumer Goods. 


Report of Administrative Committee on Ulti- 
mate Consumer Goods. Appendix V, An- 
nual Report of the Board of Directors, 84. 


Contact Metals. 


Electrical-Heating, Resistance and Related 
Alloys. Report of Committee B-4, p. 176. 


Containers. 
Paper and Paper Products. 
mittee D-6, 395. 
Shipping Containers. 
D-10, 415. 


Report of Com- 


Report of Committee 


Copper. 


Change in Hardness of a Metal Bar Under Low 
Cycles of Reversed and Pulsating Plastic 
Bending—Harry Majors, Jr. Published in 
ASTM Buttetin, No. 155, December, 1948, 
p. 39 (TP247). 

Chemical Analysis of Metals. 
Committee E-3, p. 505. 

Copper and Copper Alloys, Cast and Wrought. 
Report of Committee B-5, 178. 

The Effect of Small Percentages of Silver and 


Report of 


Copper on the Creep Characteristics of Ex- 
truded Lead —G. R. Gohn and W. C. Ellis, 
801. Discussion, 825. 
Electrodeposited Metallic Coatings. 
of Committee B-8, 206. 
Fatigue Properties of Some Coppers and Cop- 
per Alloys in Strip Form. —H. L. Burghoff 
and A. I. Blank, 709. Discussion, 733. 


Report 


. 
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Copper— continued, 


Non-Ferrous Metals and Alloys. 
Committee B-2, 143. 

(Quantitative Evaluation of Corrosive Condi- 
tions— W. F. Bonwitt and I. Eisen. Pub- 
lished in ASTM BuLietin, No. 151, March, 
1948, p. 84 (TP92); Discussion, published 
in ASTM Beuiietin, No. 154, October, 
1948. p. 44 (TP 202). 

Recommendations Affecting Standards for 
Copper and Copper Alloys, Cast and 
Wrought. Report of Committee B-5, Ap- 
pendix, 181. 

What’s in an Alloy?—John C. Kiszka. Pub- 
lished in ASTM Buttetin, No. 151, March, 
1948, p. 51 (TP59). 


Report of 


Copper-Bearing Steel. 


See also Steel. . 


Corrosion of Iron and Steel. Report of Com- 
mittee A-5, 104. 

Field Tests and Inspections of Bare and Metal- 
lic Coated Hardware, Structural Shapes, 
Plaies, Bars, and Their Products. Report 
of Subcommittee XVI, Committee A-5, 119. 

Field Tests of Wire and Wire Products. Re- 
port of Wire Inspection Committee, Com- 
mittee, A-5, 114. 

Inspection of Black and Galvanized Sheets. 
Report of Subcommittee XIV, Committee 
A-5, 108. 


Copper Covered Wires. 


Field Tests of Wire and Wire Products. Re- 


port of Wire Inspection Committee, Com- 
mittee A-5, 114. 
Copper Wire. 


Wires for Electrical Conductors. Report of 


Committee B-1, 138. 
Core Loss. 


Summary of Proceedings of the Symposium on 
Magnetic Testing, 943. 


Corrosion. 

See also Weathering. 

; — The Action of “Chromic Acid” on Zine Coat- 

ings—-D. J. Swaine. Published in ASTM 
BULLETIN, No. 154, October, 1948, p. 52 
‘TP210). Discussion, published in ASTM 
BULLETIN, No. 156, January, 1949, p. 49 
(TP11). 


Apparatus and Factors in Salt Fog ‘I esting 
V. M. Darsey and W. R. Cavanagh. Ap- 
pendix, Report of Committee B-3, 153. 

Atmospheric Durability of Steels Containins 
Nickel and Copper—Additional Exposure 
Data—N. B. Pilling and W. A. Wesley, 610, 

Corrosion of Iron and Steel. 
mittee A-5, 104, 

Corrosion of Non-Ferrous Metals and Alloys 
Report of Committee B-3, 151. 

The Detection of Corrosive Sulfur Compounds 

Mineral Transformer Oil—Frank \. 

Clark and Edward L. Raab, 1201. 

sion, 1211. 

Die-Cast Metals and Alloys. 
mittee B-6, 187. 

Electrodeposited Metallic Coatings. 
of Committee B-8, 206. 

Kngine Antifreezes. Report of 
D-15, 448. 

Factors of Importance in the Atmospheri 
Corrosion ‘Testing of Low-Alloy Steels 
H.R. Copson, 591. Discussion, 608. 

Field Tests and Inspections of Bare, an 
Metallic Coated 


Report of Com- 


Discus 
Report of Com- 
Report 


Committee 


Structura 
Shapes, Plates, Bars, and Their Products 
 Repar of Subcommittee XVI, Committe 
ALS, 119. 
Vield Tests of Wire and Wire Products. Re 


Hardware, 


port of Wire Inspection Committee, Com 
mittee A-5, 114. 

Galvanic and Electrolytic Corrosion. 
of Subcommittee VIII, 
1067. 

Inspection of Black and Galvanized Sheets 
Report of Subcommittee XIV, Committee 
A-5, 108. 

lron-Chromium, Iron-Chromium-Nickel, an 
Related Alloys. 
10, 134. 

An Investigation of the Possibilities of Or 
: ganic Coatings for the Prevention of Pre 
mature Corrosion-Fatigue Failures in 

Robert C. McMaster, 628. Discussion 
645. 

Laboratory Corrosion Tests of Jron and Stee 
Pipes—G. A. Ellinger, L. J. Waldron, a0: 
S. B. Marzolf, 618. 

Light Metals and Alloys, Cast and Wrought. 
Report of Committee B-7, 195 


Repor 
Committee B-3 


Report of Committee 


C 


Cc 


| 
7 
i 


SUBJECT 


Panel Discussion on Corrosion of Pressure Ves- 

sels: 

Station Design and Material Composition as 
Factors in Boiler Corrosion—R. B. Don- 
worth, 897. Discussion, 905. 

Corrosion of High-Pressure Steam Genera- 
tors: Status of our Knowledge of the 
Effect of Copper and Iron Oxide Deposits 
in Steam Generating Tubes—Richard C. 
Corey, 907. Discussion, 926. 

Quantitative Evaluation of Corrosive Condi- 
tions—W. F. Bonwitt and I. Eisen. Pub- 
lished in ASTM Buttetix, No. 151, 
March, 1948, p. 84 (TP92); Discussion, 
published in ASTM Bvttetin, No. 154, 
October, 1948, p. 44 (TP202). 

Requirements of an Engine Antifreeze and 
Methods of Evaluation—D. H. Green, J. 
C. Kratzer, P. I. Emch. Published in 
ASTM Buttetrn, No. 154, October, 1948, 

p. 57 (TP215); Discussion, p. 65 (TP 

223). 

Summary Report of Investigations of Alu- | 
minum-Base Die-Casting Alloys Containing 
9.5 per cent Silicon and 0.5 per cent Mag- 
nesium or Containing 8 per cent Mag- — 
nesium. Appendix, Report of Committee 
B-6, 191. 

A Visual Rating System for Rusted Steel 
Specimens—Harry L. Faigen. Published 
in ASTM Buttetrn, No. 154, October, 
1948, p. 39 (TP197). 

Corrugated Paper. 

Load Concentration in Corrugated Paper— 
J. H. Toulouse and P. J. Barcus. Pub- 
lished in ASTM Buttetix, No. 152, May, 

1948, p. 77 (TP129). 

Corrosion-Resisting Steels. 

See also Alloy Steels, Corrosion. 

Field Tests of Wire and Wire Products. Re- 
port of Wire Inspection Committee, Com-- 

mittee A-5, 114. 


Galvanic and Electrolytic Corrosion. Report 
of Subcommittee VIII, Committee ,B-3, 
167. 

Iron-Chromium, Jron-Chromium-Nickel, and 
Related Alloys. Report of Committee | 
A-10, 134. 

Cotton. 
See also Textile Materials. 


Textile Materials. Report of Committes — 


1)-13, 434. 
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Automotive Glazing with Plastics—George B. 
Watkins and Joseph D. Ryan. Published 
in ASTM Bc tetin, No. 153, August, 1948, 
p. 63 (TP157). 


Crossarms. 


Wood. Report of Committee D-7, 400. 


Cutting Oils. 


Report of Administrative Committee on Stand- 
ards. Appendix II, Annual Report of the 
Board of Directors, 69. 

Symposium on Cutting Oils. Published in 

ASTM Bu Ltetin, No. 151, March, 1948: 
-Water-Mixed Cutting Fluids—William H. 
Oldacre, p. 45 (TP53). 
Cutting Fluids—E. H. Reehl, p. 47 (TP55). 
oan of Laboratory Tests of Cutting 
Fluids with Field Tests—D. J. Wangelin, 
p. 48 (TP56). 


Creep Testing. 


High Temperature Bolting Materials (Proj- 
ect No. 16), Ernest L. Robinson. Appen- 

_ dix I, Report of Joint Committee on Effect 
of Temperature on the Properties of Metals, 
214. 

High-Temperature Properties of Rotor Disks 

for Gas Turbines as Affected by Varibles in 

Processing—J. W. Freeman, Howard C. 
Cross, E. E. Reynolds, and Ward F. Sim- 
mons, 555. Discussion, 589. 

The Importance of the Time Factor in the 
Study of Textile Properties—Edward R. 
Schwarz. Published in ASTM Standards 
on Textile Materials, October, 1948, p. 485. 

Influence of Small Percentages of Silver on the 
Tensile Strength of Extruded Lead Sheath- 
in —Howard S. Phelps, Frank Kahn, and 

William P. Magee, 815. Discussion. $25. 

The Effect of Small Percentages of Silver 

and Copper on the Creep Characteristics 

of Extruded Lead—G. R. Gohn and W. C. 
Ellis, 801. Discussion, 825. 

rensile, Creep and 

Elevated Temperatures of Some Magne- 

sium-Base Alloys —John C. McDonald, 737. 

Discussion, 754. 

The Effect of Temperature on the Creep 

‘of Two Laminated Plastics as Interpreted 

by the Hyperbolic-Sine Law and Activation 


Fatigue Properties at 
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Creep Testing—continued. 


Energy Theory—W. N. Findley, C. H. 
Adams, and W. J. Worley, 1217. 
Cutting Oils. 
Symposium on Cutting Oils. Published in 


ASTM Bu -tetin, No. 151, March, 1948: 
Water-Mixed Cutting Fluids—William H. 
Oldacre, p. 45 (TP53). 
Cutting Fluids—E. H. Reehl, p. 47 (TP55). 
Correlation of Laboratory 
ting Fluids with Field Tests 
Wangelin, p. 48 (TP56). 


D 


Dams. 


The Determination of Limits for the Control 


SuByeEcT INDEx 


tion. i 
mittee D-2, 332. 


Summary Report of Investigations of Aly. 
minum-Base Die-Casting Alloys Containing 
9.5 per cent Silicon and 0.5 per cent Magne. 


sium or Containing 8 per cent Magnesium, 
Appendix, Report of Committee B-6, 191, 


Diesel Fuel Oil. 


Proposed Method of Measuring the Tempera- 
ture of Petroleum and Petroleum Products, 
Appendix X, Report of Committee D-2, 
357. 

Proposed Method of Test for Sulfur in 
Petroleum Oils by Quartz Tube Combus- 

Appendix VII, Report of Com. 


Dipentene. 


Naval Stores. Report of Committee D-17, 


of Placement Moisture in High Rolled- 451. 
Earth Dams —-W. G. Heltz, 1240. 
a Distillation Test. 
Data, Presentation of. . 7 Proposed Method of Test for Butadiene 
See Statistical Analysis. _ Dimer in Polymerization Grade Butadiene. 
Definitions. _ Appendix III, Report of Committee D-2 
Nomenclature and Definitions. Report of _ $12. 


Committee E-8, 519. 
Deformation of Metals. 


Report of Administrative Committee on 
Simulated Service Testing. Appendix VI, 
Annual Report of the Board of Directors, 86. 

Summary of Proceedings of the Symposium 
on Deformation of Metals as Related to 
Forming and Service, 896. 


Density. 


An Instrument for Determining the Volume 
and Bulk Density of Granular Materials— 
William E. Gross and John C. Goshorn. 
Published in ASTM BuLLeTIN, No. 151, 
March, 1948, p. 55 (TP63). 


Detonation Meter. 


Optional Use of Detonation Meter for Motor 
and Research Methods. Appendix VI, Re 
port of Committee D-2, 328. 

Summary Report on Investigation of the 
Detonation Meter, Model 501. Appendix 
VIII, Report of Committee D-2, 340. 


Die Castings. 
Die-Cast Metals and Alloys. 


_ Committee B-6, 187. 


Report of 


Pp roposed Method of Test for Separation of 
Residue from Butadiene. Appendix II, 


Report of Committee D-2, 309. _ 


Report of Administrative Committee on 
District Activities. Appendix VII, An- 
nual Report of the Board of Directors, 88. 


District Activities. 


Ductility. 


Summary of the Proceedings of the Sym- 
Deformation of Metals as 
Related to Forming and Service, 896. 


posium on 


Dynamic Calibration. 


Dynamic Calibration Method Uses Modified 
Proving Ring—R. C. A. Thurston. Pub- 
lished in ASTM Buttetin, No. 154 
October, 1948, p. 50 (TP208). 


An Improved Low-Temperature Brittleness 
Test—E. F. Smith and G. J. Dienes 
Published in ASTM Buttetin, No. 154 


October, 1948, p. 46 es Discussior 
p. 49 (TP207). 


Elastomers. 


| 
+f 
»& 
ad 


enes: 
enes. 
154, 


sion, 


Electric Strain Gage. _ 


Measurement and Elimination of Inertia 
Effects in Textile Testing Equipment by 
Means of Electric Strain Gages—Herbert 
F. Schiefer. Published in A.S.T.M. But- 
tETIN, No. 150, January, 1948, p. 43 
(TP15). 


Electrical Insulating Materials. 


Electrical Insulating Materials. Report of 
Committee D-9, 402. 

Electrical Properties of Plastics—A. J. 
Warner. Published in ASTM BUuLLETIN, 
No. 153, August, 1948, p. 60 (TP152). 

Plastics. Report of Committee D-20, 490. 

Recommendations Affecting Standards for 
Electrical Insulating Materials. Appendix, 
Report of Committee D-9, 410. 


Electrical Heating and Resistance Alloys. 


Electrical Heating, Resistance, and Related 
Alloys. Report of Committee B-4, 176. 


Electrodeposited Coatings. 


Corrosion of Iren and Steel. Report of 
Committee A-5, 104. 

Electrodeposited Metallic Coatings. Report 
of Committee B-8, 200. 

Field Tests and Inspections of Bare and 
Metallic Coated Hardware, Structural 
Shapes, Plates, Bars, and Their Products. 
Report of Subcommittee XVI, Committee 


A-5, 119. 
See also Corrosion. 


Galvanic and Electrolytic Corrosion. Report 
of Subcommittee VIII, Committee B-3, 
167. 

Corrosion of Non-Ferrous Metals and Alloys. 
Report of Committee B-3, 151. 


Electrolytic Corrosion. 


Engine Antifreezes. 


Engine Aatifreezes. Report of Committee 
D-15, 448. 

Requirements of an Engine Antifreeze and 
Methods of Evaluation—D. H. Green, 
J.C. Kratzer,and P.I.Emch. Published in 
ASTM ButLtetin, No. 154, October, 1948, 
p. 57 (1P215); Discussion, p. 65 (TP223). 
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Textile Materials. Report of Committee 
D-13, 434. 


Extensometers. 
Method of Calibrating Extensometers—W. 
C. Aber and F. M. Howell. Published in 
ASTM Buttetin, No. 155, December, 
1948, p. 33 (TP241); Discussion, p. 35 


‘(TP243). 


Methods of Testing Building Constructions. 
Report of Committee E-6, 515. 


Fabrication. 


Fabrics. 
See Textile Materials. 


Fatigue Testing. 


Dynamic Calibration Method Uses Modified 
Proving Ring—R. C. A. Thurston. Pub- 
lished in ASTM Bu No. 154, 
October, 1948, p. 50 (TP208). 

Effect of Fatigue on Tension-Impact Re- 
sistance—William H. Hoppmann II. Pub- 
lished in ASTM Butretixn, No. 155, 
December, 1948, p. 36 (TP244) ; Discussion, 
p. 37 (TP245). 

Fatigue Properties of Some Coppers and 
Copper Alloys in Strip Form—H. L. 
Burghoff and A. I. Blank, 709. Discussion, 
733. 

Fatigue. Report of Committee E-9, 522. 

Fatigue and Static Load Tests of An Austen- 
itic Cast Iron at Elevated Temperatures— 
W. Leighton Collins, 696. Discussion, 706. 

An Hypothesis for the Determination of 
Cumulative Damage in Fatigue -F. E. 
Richart, Jr., and N. M. Newmark, 767. 
Discussion 799. 

An Investigation of the Possibilities of Organic 
Coatings for the Prevention of Premature 
Corrosion-Fatigue Failures in Steel —Robert 
C. McMaster, 628. Discussion, 645. 

Report of Administrative Committee on 
Simulated Service Testing. Appendix VI, 
Annual Report of Board of Directors, 86. 

Some Aspects of the Effect of Metallurgical 
Structure on Fatigue Strength and Notch- 
Sensitivity of Steel—T. J. Dolan and C. 
S. Yen, 664. Discussion, 690. 
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Fatigue Testing—continued, 


Flameproofing in Theory and Practice 
R. W. Little, p. 34 (TP6). 

The Retailer’s Viewpoint on the Flam. 
mability of Textiles—Charles W. Dorp 


Some Characteristics of Residual Stress 
Fields During Dynamic Stressing Above 
The Endurance Limit—James B. Duke, 


735. Discussion, 763. p. 36 (TP8). 

Tensile, Creep and Fatigue Properties at Flow, 
Elevated Temperatures of Some Magne- 
sium-Base Alloys—John C. McDonald, The Use of the Rossi-Peakes Flow Tester in 


737. Discussion, 754. Measuring the Apparent Viscosity of G 

7 Plastics at Temperatures from 115 to 

Fence. 175 C.—F. E. Piech and W. E. Gloor. 


Field Tests of Wire and Wire Products. : Published in ASTM Buttetin, No. 15}. 
Report of Wire Inspection Committee, March, 1948, p. 70 (TP78). 
Committee A-5, 114. 
Forming Properties. 
Ferro-Alloys. _ -_ = Summary of the Proceedings of the Sympo- 
Ferro-Alloys. Report of Committee A-9, 133. sium on Deformation of Metals as Related 
| to Forming and Service, 896. 3 
‘Pibesbenn’. o Forming and Service, 896 
Paper and Paper Products. Report of Freezing-and-Thawing Tests. 
Committee D-6, 395. ~~ a Research on Concrete Durability as Affected 
‘Fibers. by Coarse Aggregate—Harold S. Sweet 
988. Discussion, 1017. 
Textile Materials. Report of Committee 
D-13, 434. Fuel Oil. , 
_ Filler Metal. Summary of Proceedings of the Forum on 
: Tractor Fuels, 1215. G 


Filler Metal. Report of Joint Committee, 


210 Optional Use of Detonation Meter for Motor 


and Research Methods. Appendix VI, Re- 

Finances. port of Committee D-2, 328. 

Proposed Factors and Tables for Volume 
Correction and Specific Gravity Conversion 
of Liquefied Petroleum Gases. Appendix 


Report of the Auditors for the Fiscal Year, 
January 1 to December 31, 1947. Ap- 


ae 1, “ir; Report of the Board of V, Report of Committee D-2, 318. 
Proposed Method of Measuring the Temper:- 
-Firebrick. ture of Petroleum and Petroleum Products 
Appendix X, Report of Committee 
A Versatile Calorimeter for Specific Heat 357. ( 
Determinations—Harry Hill and Raymond Proposed Method of Test for Sulfur i 
M. Bell. Published in ASTM  But- Petroleum Oils by Quartz Tube Combus 
LETIN, No. 151, March, 1948, p. 88 (TP96). tion. Appendix VII, Report of Cor 
ittee D-2, 332. 
Fire Tests of Materials and Construction, Fungus. Tr 
Report of Committee E-5, 512. Fungus Resistance of ‘Treated Vegeta 
Fiber Gaskets—Sigmund Berk. 
Flammability. lished in ASTM Buttetin, No. 15 
Symposium on Flammability. Published in January, 1948, p. 46 (TP18). 
ASTM Bvuttietin, No. 150, January, The Effect of Fungi and Humidity 
1948: Plastics ~John Leutritz, Jr. Published 
Flammability of Textiles for Garment ASTM Butietix, No. 152, May, 1% 


Purposes—Frederic Bonnet, p. 29 (TP1). p. 88 (TP140). 


Galvanic Corrosion. 


Corrosion of Non-Ferrous Metals and Alloys. 
Report of Committee B-3, 151. 

Galvanic and Electrolytic Corrosion. Report 
of Subcommittee VIII, Committee B-3, 167. 


Galvanized Sheet and Wire. 


The Action of “Chromic Acid” on Zinc 
Coatings—D. J. Swaine. Published in 
ASTM Buttetin, No. 154, October, 1948, 
p. 52 (TP210). Discussion, published in 
ASTM Buttetrn, No. 156, January, 1949, 
p.49(TP11). 


Gas Mask Materials. 


An Instrument for Determining the Volume 
and Bulk Density of Granular Materials— 
William E. Gross and John C. Goshorn. 
Published in ASTM Buttetrn, No. 151, 
March, 1948, p. 55 (TP63). 

Nontoxic Rubber for Gas Masks—S. H. 


Katz, 1293. Discussion, 1299. 


Fungus Resistance of Treated Vegetable 

Fiber Gaskets—Sigmund Berk.  Pub- 
lished in ASTM Buttetixn, No. 150, 
January, 1948, p. 46 (TP18). 


Gaskets. 


Gaseous Fuels. 


— Fuels. Report of Committee D-3, 
381. 


Gasoline. 


Better Lead Scavenging Needed for Aviation 
Gasoline—E. A. Droegemueller. Pub- 
lished in ASTM Butretixn, No. 153, 
October, 1948, p. 53 (TP211). 

Induction Period Calculator—K. L. Korb. 
Published in ASTM Be ttetin, No. 153, 
August, 1948, p. 99 (TP191). 

Petroleum Products and Lubricants. Re- 
port of Committee D-2, 287. Supple- 
mentary Report, 298. 

Proposed Method of Test for Benzene and 
Toluene by Ultraviolet Spectrophotometry. 
Appendix XII, Report of Committee D-2, 
374. 


SuBJEcT INDEX 


1313 


Summary of Meeting on Petroleum Product 
as Related to Automotive Equipment, 1216. 

Summary of Proceedings of the Forum on 
Tractor Fuels, 1215. 

Summary Report on Investigation of the 
Detonation Meter, Model 501. Appendix 
VIII, Report of Committee D-2, 340. 


Gas Turbine Material. 


High-Temperature Properties of Rotor Disks 
for Gas Turbines as Affected by Variables 
in Processing—J. W. Freeman, Howard C. 
Cross, E. E. Reynolds, and Ward P. 
Simmons, 555. Discussion, 589. 


Gehman Torsional Apparatus. 

Proposed Method of Measuring Low-Temper- 
ature Stiffening of Rubber and Rubber- 
Like Materials by the Gehman Torsional 
Apparatus. Appendix, Report of Com- 
mittee D-11, 425. 


Glass. 


Automotive Glazing with Plastics—George 

_B. Watkins and Joseph D. Ryan. Pub- 
lished in ASTM Buttetin, No. 153, 
August, 1948, p. 65 (TP157). 

Glass and Glass Products. Report of Com- 
mittee C-14, 270. 

The Preparation of Uniform Films and Their 
Dependence on the Irregularities of the 
Base Surface—Stig Johanson. Published 
in ASTM Buttetin, No. 155, December, 
1948, p. 53 (TP261). 

Some Fundamentals of Glass Adhesion-— 
Frank Moser. Published in ASTM But- 
LETIN, No. 150, January, 1948, p. 51 
(TP23). 

A Versatile Calorimeter for Specific Heat 
Determinations—Harry Hill and Raymond 
M. Bell. Published in ASTM But- 
LETIN, No. 151, March, 1948, p. 88 (TP96). 


Glass Textiles. 


See also Textile Materials. 
Textile Materials. Report of Committee 


The Gloss Measurement of Paint Finishes— 
Richard S. Hunter. Published in ASTM 
BULLETIN, No. 150, January, 1948, p. 72 
(TP44). 
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Plastic Bending—Harry Majors, Jr. Py}, 
See also Adhesives lished in ASTM BULLETIN, No. 155, 


Adhesives. Report of Committee D-14, 445. December, £968, p. 
A Means of Determining the Hardness oj 


Grain Size. Wood and Modified Woods Over a Broad 

Metallography. Report of Committee E-4, Specific Gravity Range—Richard C. 

510. Weatherwax, E. C. O. Erickson and 

Alfred J. Stamm. Published in ASTYy 

_Graphitization. BULLETIN, No. 153, August, 1948, p. 
Effect of Temperature on the Properties of (TP176). 


Metals. Report of Joint Committee, 212. 
Stability of Steels as Affected by Tempera- Hardware. 
ture (Project No. 29), J. J. Kanter and a , 
E. A. Sticha, Appendix II, Report of Joint Field Tests and Inspections of Bare anj 
Metallic Coated Hardware, Structural 


Committee on Effect of Temperature on the : aL 
Shapes, Plates, Bars, and Their Products 


Properties of Metals,239, 
Report of Subcommittee XVI, Committee 
Grease. A-5, 119. 
The Light-Weight Cone for Penetration of 
Soft Greases—Prepared by L. C. Brun- Heat Determination. 


A Versatile Calorimeter for Specific Heat 


154, October, 1948, p. 66 (TP224). 
ott te Determinations—Harry Hill and Raymond 
M. Bell. Published in ASTM Buttery, 


No. 151, March, 1948, p. 88 (TP96). 

Proposed Method of Measuring the Tempera- 
ture of Petroleum and Petroleum Products. Heat Distortion. 
Appendix X, Report of Committee D-2, 
357. 

Proposed Method of Test for Performance 
Characteristics of Wheel Bearing Grease. 
Appendix I, Report of Committee D-2, 303. 


The Thixotropic Characteristics of Lubrica 
ting Oil Greases—L. W. McLennan and 7 
G. H. Smith. Published in ASTM But- Hiding Power. _—e- 


A New Interpretation of Heat Distortion 
Data of Plastics —L. S. Moody and K. 
Goldblum. Published in ASTM 


LetIN, No. 152, May, 1948, p. 71 (TP123). 4 Method for the Routine Determination 
Summary of Proceedings of the Symposium of Dry Hiding Power of White Paints- 

on Functional Tests for Ball-Bearing ond J. M. Gallagher. Pub 

Greases, 1214. lished in ASTM Bettetix, No. 155 
A Worker-Consistometer for Lubricating August, 1948, p. 77 (TP169). 

Greases—S. A. McKee and H. S. White. 

Published in ASTM Buttetin, No. 153, _ 


August, 1948, p. 90 (TP182); Discussion, High-Speed Radiography. 


p. 97 (TP189). Frankford Arsenal Experience with Hig 
Gypsum. Speed Radiography—E. R. Thilo. Pub 
lished in ASTM Bouttetin, No. 15 


sypsum. Re me ittee C-11, 267. 
Gypsum, Report of Committee C-11, 267 January, 1948, p. 69 (TP41). 
H One-Millionth Second Radiography and It 

Development—Charles M. Slack and Lous 


Hard sting. 
F. Ehrke. Published in ASTM Bev 
Change in Hardness of a Metal Bar Under LeTIN, No. 150, January, 1948, p. » 
Low Cycles of Reversed and Pulsating (TP31). 
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High-Temperature Materials. 


See also Refractories; Temperature, Ef- 
fect of. 

Effect of Temperature on the Properties 
of Metals. Report of Joint Committee 
212. 

High Temperature Bolting Materials (Project 
No. 16), Ernest L. Robinson. Appendix I, 
Report of Joint Committee on Effect of 
Temperature on the Properties of Metals, 
214. 

Stability of Steels as Affected by Tempera- 
ture (Project No. 29), J. J. Kanter and 
E. A. Sticha, Appendix II, Report of 
Joint Committee on Effect of Temperature 
on the Properties of Metals, 239. 


Humidity. 
See also Conditioning. 
The Effect of Fungi and Humidity on Plastics 
—John Leutritz, Jr. Published in ASTM 
BuLLeTIN, No. 152, May, 1948, p. 88 


(TP140). 


Ignition Temperatures. 


Discussion of Paper on the Ignition Tempera- 
ture of Rigid Plastics. Published in 
ASTM Buttetin, No. 151, March, 1948, 
p. 66 (TP74). 


Immersion Testing. 


Corrosion of Non-Ferrous Metals and Alloys. 
Report of Committee B-3, 151. 


Impact Testing. 

Discussion of Paper on the Resistance to 
Impact Loading of Plastics. Published 
in ASTM Buttetin, No. 153, August, 
1948, p. 59 (TP151); No. 154, October, 
1948, p. 45 (TP203). 

Effect of Fatigue on Tension-Impact Re- 
sistance—William H. Hoppmann II. Pub- 
lished in ASTM Buttetinxn, No. 155, 
December, 1948, p. 36 (TP244); Dis- 
cussion, p. 37 (TP245). 

The Importance of the Time Factor in the 
Study of the Textile Properties—Edward 
R. Schwarz. Published in A.S.T.M. Stand- 
ards on Textile Materials, October, 1948, 
p. 485. 

Some Aspects of the Effect of Metallurgical 
Structure on Fatigue Strength and Notch- 


Industrial Water. 


Insulating Materials. 
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Sensitivity of Steel—T. J. Dolan and C. 
S. Yen, 664. Discussion, 690. 


Induction Period Calculator. 


Induction Period Calculator—E. L. Korb. 
Published in ASTM BuLttetin, No. 153, 
August, 1948, p. 99 (TP191). 


See Water. 


See Electrical Insulating Materials; 
Refractories; Thermal Insulating Ma- 
terials. 


Iron. 


See also Wrought Iron. 

Changes Found on Reciprocated Steel, 
Chromium Plate, and Cast Iron Sliding 
Surfaces—J. N. Good and Douglas God- 
frey, 841. Disscusion, 853. 

Corrosion of Iron and Steel. Report of 
Committee A-5, 104. 

Fatigue and Static Load Tests of An Austen- 
itic Cast Iron at Elevated Temperatures— 
W. Leighton Collins, 696. Discussion, 706. 

Filler Metal. Report of Joint Committee, 
210. 

Laboratory Corrosion Tests of [ron and Steel 
Pipes—G. A. Ellinger, L. J. 
and S. B. Marzolf, 618. 

Magnetic Properties. Report of Committee 


A-6, 125. 


Corrosion of High-Pressure Steam Genera- 
tors: Status of our Knowledge of the Effect 
of Copper and Iron Oxide Deposits in 
Steam Generating Tubes—Panel Discussion 
on Corrosion of Pressure Vessels—Richard 
C. Corey, 907. Discussion, 926. 


Waldron, 


Iron Oxide Deposits. 


Isotopes. 
Isotopes and Their Application in the Field 
of Industrial Materials. Twenty-second 
Edgar Marburg Lecture—Paul C. Aeber- 


sold, 527. 7 


Knock Characteristics. 
Optional Use of Detonation Meter for Motor 
and Research Methods. Appendix VI, Re- 


4 port of Committee D-2, 328. 
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Knock Characteristics—continued. 


Summary Report on Investigation of the 
Detonation Meter, Model 501. Appendix 
VIII, Report of Committee D-2, 340. 


L 
Lacquer. 


See also Electrical Insulating Materials. 
Paint, Varnish, Lacquer, and Related Prod- 
ucts. Report of Committee D-1, 279. 


Laminated Plastics. 


The Effect of Temperature on the Creep of 
Two Laminated Plastics as Interpreted 
by the Hyperbolic-Sine Law and Activa- 
tion Energy Theory—W. N. Findley, C. 
Hi. Adams, and W. J. Worley, 1217. 

Low-Pressure Moldings and Laminates—T. 
Walter Noble. Published in ASTM But- 
LETIN, No. 151, March, 1948, p. 77 (TP85). 


Lead. 


The Effect of Small Percentages of Silver 
and Copper on the Creep Characteristics 
of Extruded Lead—G. R. Gohn and W. C. 
Ellis, 801. Discussion, 825. 

Electrodeposited Metallic Coatings. 
of Committee B-8, 206. 

Influence of Small Percentages of Silver 
on the Tensile Strength of Extruded 
Lead Sheathing—Howard S. Phelps, Frank 
Kahn, and William P. Magee, 815. Dis- 
cussion, 825. 

Non-Ferrous Metals and 
of Committee B-2, 143. 


Report 


Alloys. Report 


Lead Coatings. 


Field Tests and Inspections of Bare and 
Metallic Coated Hardware, Structural 
Shapes, Plates, Bars, and Their Products. 
Report of Subcommittee XVI, Committee 
A-5, 119. 

Field Tests of Wire and Wire Products. 
Report of Wire Inspection Committee, 
Committee A-5, 114. 


Lead Scavenging. 


Better Lead Scavenging Needed for Aviation 
Gasoline—E. A. Droegemueller. Published 
in ASTM Buttetry, No. 154, October, 
1948, p. 53 (TP211). 


Lime. 
Lime. Report of Committee C-7, 255, 
Limestone. 


The Spectrochemical Analysis of Cements 
and Other Mineral Products—M. F 
Hasler, C. E. Harvey, and F. W. Barley, 


Jr.,944. Discussion, 959. 


Proposed Factors and Tables for Volume 
Correction and Specific Gravity Con. 
version of Liquefied Petroleum Gases, 
Appendix V, Report of Committee D-2, 318 


Liquefied Petroleum Gasoline. 


Low-Temperature Test. 


See also Temperature, Effect of. 

Proposed Method of Measuring Low-Temper- 
ature Stiffening of Rubber and Rubber- 
Like Materials by the Gehman Torsional 
Apparatus. Appendix, Report of Com. 
mittee D-11, 425. 

Proposed Method of Measuring the Tempera- 
ture of Petroleum and Petroleum Products. 
Appendix X, Report of Committee D-2, 
357. 

Proposed Method of Test for Sodium in 
Lubricating Oils and Lubricating Oil 
Additives. Appendix IX, Report of Com- 
mittee D-2, 354. 

Proposed Method of Test for Sulfur in 
Petroleum Oils by Quartz Tube Combus- 
tion. Appendix VII, Report of Committee 


Petroleum Products and Lubricants. Re- 
port of Committee D-2, 287. Supple- 
mentary Report, 298. 

Petroleum Products as Related to 
motive Equipment, 1216. 

Proposed Method of Test for Performa 
Characteristics of Wheel Bearing Grea 
Appendix I, Report of Committee D-2, 3! 

Summary of Proceedings of the Symposiu 
on Functional Tests Ball-Bearing 
Greases, 1214. 

The Thixotropic Characteristics of Lu! 
cating Oil Greases—L. W. McLennan 4 
G. H. Smith. Published in ASTM Bt 
LETIN, No. 152, May, 1948, p. 71 (TP12 


Lubricants. 
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A Worker-Consistometer for Lubricating 
Greases—S. A. McKee and H. S. White. 
Published in ASTM Bc No. 153, 
August, 1948, p. 90 (TP182); Discussion, 
(TP189). 


Lucite. 


Automotive Glazing with Plastics—George 


B. Watkins and Joseph D. Ryan. Pub- 
lished in ASTM Bvttetin, No. 153, 


August, 1948, p. 65 (TP157). 
M 


Magnesium. 


A.S.T.M. Code Systems for Aluminum 
Alloys and Magnesium Alloys—R. B. 
Smith. Published in ASTM Bu ttetin, 
No. 151, March, 1948, p. 50 (TP58). 

Die-Cast Metals and Alloys. Report of 
Committee B-6, 187. 

The Effect of Speed of Testing on Magne- 
sium-Base Alloys—Symposium on Speed 
of Testing —A. A. Moore, 1133. 

Light Metals and Alloys, Cast and Wrought. 
Report of Committee B-7, 198. 


Metals and Plastics—Robert G. Chollar. 
Published in ASTM But erin, No. 152, 
May, 1948, p. 80 (TP132); Discussion, 


p. 87 (TP139). 

Tensile, Creep and Fatigue Properties at 
Elevated Temperatures of Some Magne- 
sium-Base Alloys—John C. McDonald, 
737. Discussion, 754. 

Tension Testing of Magnesium Alloy Tubing, 
A. A. Moore, Appendix, Report of Com- 
mittee B-7, 205. 

What’s in an Alloy?—John C. Kiszka. 
lished in ASTM Bu ttetin, No. 
March, 1948, p. 51 (TP59). 
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Magnesium Alloy Tubing. 


Tension Testing of Magnesium Alloy Tubing 
A.A. Moore. Appendix, Report of Com- 
mittee B-7, 205. 


Magnesium Oxychloride Cements. 


Magnesium Oxychloride Cements. 
of Committee C-2, 253. 

New Type Weighted Needles for Determining 
the Setting Time of Magnesium Oxychloride 
(ements—Harry E. Chisholm. Published 
in ASTM Butretix, No. 154 October, 


Report 
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1948, p. 37 (TP195); Discussion, p. 39. 
(TP197). 


Magnesium Sulfate Test. 
Effect of Drying Time on Results of Magne- 
sium Sulfate Soundness Tests—Delmar — 4 
L. Bloem. Published in ASTM Bu ttetrn, 
No. 152, May, 1948, p. 76 (TP128); Dis- { 
cussion, No. 153, August, 1948, p. 81_ 


(TP173). 


Magnetic Strain Gage. 


a Magnetic Strain Gage—J. W. Ballou. 
Published in ASTM BuLtetin, No. 150, 


Magnetic Properties. Report of Committee 
A-6, 125. 

Some Characteristics of Residual Stress _ 
Fields During Dynamic Stressing Above — 
The Endurance Limit—James B. Duke, | 
755. Discussion, 763. 

Summary of Proceedings of the Symposium — 
on Magnetic Testing, 943. 

Malleable Iron. 


Malleable Iron Castings. 
mittee A-7, 130. 


January, 1948, p. 38 (TP10). 


4 
A Stress-Strain Tester for Textiles Employing — | 
Magnetic Testing. 


Report of Com- 


Mason Jar Test 
A Rapid Method of Testing Materials for the 
Alkali—Aggregate Reaction—Symposium 
on Methods and Procedures Used in Identi- | 
fying Reactive Materials in Concrete—_ 


D. O. Wolf and Theodore R. Smith, 1108. 
Discussion, 1115. 


Masonry Materials. 

Factors in the Resistance of Brick Masonry © 
Walls to Moisture Penetration—C. C. 
Connor, 1020. Discussion, 1040. 

Mortars for Unit Masonry. Report 


Testing Surface Waterproofers—F’. O. Ande- 


Committee C-12, 269. 
regg. Published in ASTM No. 
156, January, 1949, p. 71 (TP33); Dis- 


cussion, p. 76 (TP38). 
Melting Point. 


Summary of Softening Point and. Melting | 
Point Methods Used for Testing Rosins | 
and Resins. Report of Subcommittee I, 


Committee D-17, 457. 
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Annual! Report of the Board of Directors, 35. 


Metal Cleaners. 
Soaps and Other Detergents. Report of 
Committee D-12, 431. saa 
Metals in Lubricants. ee 


Proposed Method of Test for Sodium in 
Lubricating Oils and Lubricating Oil 
Additives. Appendix IX, Report of Com- 
mittee D-2, 354. 


Membership. 


Metal Polish 


Discussion of Paper on Measurement of Metal 
Polish Performance—F. E. Clark and R. C. 
Adams. Published in ASTM Bvt tetin, 
No. 150, January, 1948, p. 49 (TP21). 


Metal Powders. 


Metal Powders and Metal Powder Productss 
Report of Committee B-9, 208. 


Metallography. 


See also Copper, Brass, Steel, etc. 

Metallography. Report of Committee E-4, 
510. 

Summary of Proceedings of the Symposium 
on Metallography in Color, 942. 


— 


Methods of Testing. 


(Papers and reports covering methods of 
analysis, sampling, testing, etc., are in- 
dexed under the materials and subjects 
covered by them.) 

Methods of Testing. 
E-1, 498. 


Report of Committee 


Mica. 


Electrical Insulating Materials. 
Committee D-9, 402. 


Report of 


Microhardness. 


Metallography. 
510. 


Microorganisms. 


_ ion 


Proposed Method for Identification of Types 
of Microorganisms in Industrial Waters. 


Appendix, Report of Committee D-19, 486. 
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Report of Committee E-4, 


Proposed Method for Identification of Types 
of Microorganisms in Industrial Waters. 
Appendix, Report of Committee D-19, 486. 


Microscopic Test. ™ 


Mineral Aggregates. 


Summary of Proceedings of the Symposium 
on Mineral Aggregates, 1128. 


Mineral Transformer Oil. 


The Detection of Corrosive Sulfur Compounds 
in Mineral Transformer Oils—Frank M. 
Clark and Edward L. Raab, 1201. Dis- 
cussion, 1211. 


Mode of Fracture. 


An Experimental Study of the Influence of 
Various Factors on the Mode of Fracture 
of Metals—P. G. Jones and W. J. Worley, 


648. Discussion 663. jell» 


The Determination of Limits for the Control 
@ Placement Moisture in High Rolled- 
Earth Dams—W. G. Holtz, 1240. 

The Importance and Practical Use of Rela- 
tive Density in Soil Mechanics—Donald 
M. Burmister, 1249. 


Moisture Control. 


Moisture Penetration. 


Factors in the Resistance of Brick Masonry 
Walls to Moisture Penetration—C. C. 
Connor, 1020. Discussion, 1040. 


Mortar. 


Determination of the Air Content of Mortars 
by the Pressure Method—Thomas G. 
Taylor. Published in ASTM Buttery, 
No. 155, December, 1948, p. 44 (TP252). 

Lime. Report of Committee C-7, 255. 


Mortars for Unit Masonry. Report of 


Committee C-12, 269. 
Proposed Method of Test for Setting Time 


of Hydraulic 
pendix, 


Cement in Mortar. Ap- 
Report of Committee C-1, 250. 


Report of Committee D-17, 


Naval Stores. 


Naval Stores. 
451. 
Summary of Softening Point and Melting 
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Point Methods Used for Testing Rosins 
and Resins, Report of Subcommittee I of 
~Committee D-17, 457. 


Nickel. 


Abstracts of Papers on Cathode Nickel. 
Published in ASTM Buttetr, No. 152, 
May, 1948: 

A Standard Diode for Radio Tube Cathode- 

Core-Material Approval Tests—Robert 
L.. McCormack, p. 37. 

Testing Cathode Materials in Factory Pro- 
duction—J. T. Acker, p. 38. 

European Practice in the Manufacture of 

Cathodes—T. H. Briggs, p. 39. 

Chemical Analysis of Metals. Report of 

Committee E-3, 505. 


Electrodeposited Metallic Coatings. Report 
of Committee B-8, 206. 
Non-Ferrous Metals and Alloys. Report of 


Committee B-2, 143. 
What’s in an Alloy?—John C. Kiszka. 
lished in ASTM Buttetin, No. 
~ March, 1948, p. 51 (TP59). 
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Nickel-Copper Alloys. 


Non-Ferrous Metals and Alloys. Report 
of Committee B-2, 143. : 
Nomenclature. 
See Definitions. 
Non-Destructive Testing. 


See also Magnetic Testing; Radiographic 
Testing; Ultrasonic Testing. 

Radiographic Testing. Report of Committee 
E-7, 517. 


Non-Ferrous Metals. 
See Alloys, non-Ferrous. 
Notch-Sensitivity. 


Some Aspects of the Effect of Metallurgical 
‘Structure on Fatigue Strength and Notch- 
Sensitivity of Steel—T. J. Dolan and C. S. 
664. Discussion, 690. 


Nuclear Physics. 


Isotopes and Their Application in the Field 
of Industrial Materials. Twenty-second 
Edgar Marburg Lecture—Paul C. Aceber- 

sold, 527. 
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Oils. 


See Cutting Oils; Fuel Oils; Lubricants; 
Petroleum Products; Transformer Oils; 
Turbine Oils. 


Optical Materials. 


Plastics as Optical Materials -H. R. Moulton. 
Published in ASTM Buttetin, No. 151, 
March, 1948, p. 75 (TP83). 


Organic Reagents. 


Abstract of Papers on Organic Reagents for 
Metal Analysis. Published in ASTM 
Bulletin, No. 151, March, 1948: 

Organic Reagents for Gravimetric Analysis 
—John F. Flagg, p. 31. 

The Use of Organic Solvents in Metal Anal- 
ysis—C. J. Rodden, p. 31. 

Organic Reagents in Colorimetric Analysis 
—John H. Yoe, p. 32. 

Organic Reagents for Volumetric Analysis— 
John F. Flagg, p. 32. 

Oxidation-Reduction Indicators 
erick Smith, p. 33. 


G. Fred- 


Oxidation Stability. 


Induction Period Calculator—E. L. Korb. 
Publication in ASTM Buttetin, No. 153, 


August, 1948, p.99 (TP191). 


Oxychloride Cement. 


Magnesium Oxychloride Cements. Report 


of Committee C-2, 253. 


mining the Setting Time of Magnesium 


October, 1948, p. 37 (TP195); Discussion, 


p. 39 (TP197). 
P 


Packing. 


Shipping Containers. Report of Committee 


D-10, 415. 

The Use of Test Track in Developing Good 
Packaging and Carloading Methods—A. N. 
Perry. Published in ASTM 
No. 155, December, 1948, p. 38 (TP246). 


New Type Weighted Needles for Deter- | 


Oxychloride Cements— Harry E. Chisholm. — 
Published in ASTM Buttetin, No. 154, | 
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Apparatus and Factors in Salt Fog Testing, 
V. M. Darsey and W. R. Cavanagh. 
Appendix, Report of Committee B-3, 153. 

The Gloss Measurement of Paint Finishes— 
Richard S. Hunter. Published in ASTM 
BuLLeTIN, No. 150, January, 1948, p. 72 
(TP4). 

Measurement of Transparency of Surface 
Coatings—J. Gross, R. H. Kienle, L. A. 
Melsheimer, and E. I. Stearns. Published 

in ASTM Bc ttetrn, No. 153, August, 1948, 
p. 73 (TP165). 

Mechanical Operation of the Bird Film 
Applicator—A. E. Jacobsen and H. S. 
Jensen. Published in ASTM Bvttetin, 
No. 151, March, 1948, p. 95 (TP103). 

A Method for the Routine Determination 
of Dry Hiding Power of White Paints— 
F. C. Schmutz and J. M. Gallagher. 
Published in ASTM Bvuttetin, No. 153. 
August, 1948, p. 77 (TP169). 

Paint—Servant of Industry (condensed ver- 
sion)—W. H. Lutz. Published in ASTM 
BULLETIN, No. 150, January, 1948, p. 14. 

Paint, Varnish, Lacquer, and Related Prod- 
ucts. Report of Committee D-1, 279. 

The Preparation of Uniform Films and 
Their Dependence on the Irregularities of 
the Base Surface—Stig Johanson. Pub- 
lished in ASTM Buttetin, No. 155, 

December, 1948, p. 53 (TP261). 

Report on the Evaluation of Surface Treat- 
ment of Steel Prior to Painting —Prepared 
by Arnold J. Eickhoff. Published in 

ASTM Buttetin, No. 150, January, 1948, 
p. 77 (TP 49). 
Panels. 

; Method of Testing Building Constructions. 
Report of Committee E-6, 515. 


Paper. 


Electrical Insulating Materials. 
Committee D-9, 402. 
Load Concentration in Corrugated Paper— 


. J. H. Toulouse and P. J. Barcus. Pub- 


Report of 


lished in ASTM BUuLLetIN, No. 152, May, 
1948, p. 77 (TP129). 


b) Paper and Paper Products. Report of 
Committee D-6, 395. 
Proposed Method of Wax Pick Test for 
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Surface Strength of Paper. Appendix, 


Report of Committee D-6, 398. 
Report of Committee 


Shipping Containers. 
D-10, 415. 


Paperboard. i 


Paper and Paper Products. 
mittee D-6, 395. 


Report Com. 


Papers and Publications. 


Annual Report of the Board of Directors, 35. 

Report of Administrative Committee on 
Papers and Publications. Appendix IV, 
Annual Report of the Board of Directors, 
76. 


Particle Size. 
Methods of Testing. Report of Committee 


E-1, 498. 
4s 
¢ 


Road and Paving Materials. 
Committee D-4, 383. 

Research on Concrete Durability as Affected 
by Coarse Aggregate—Harold S. Sweet, 


988. Discussion, 1017. 


Petrographic Identification of Reactive Con- 
stituents in Concrete Aggregate—Sympo- 
sium on Methods and Procedures Used in 
Identifying Reactive Materials in Con- 
crete—Bryant Mather, 1120. Discussion 
1126. 


Paving Materials. 
Report of 


Petrographic Identification. 


Petroleum Products. 


The Detection of Corrosive Sulfur Compounds 
in Mineral Transformer Oil—Frank M. 
Clark and Edward L. Raab, 1201. Discus- 
sion, 1211. 

Summary of Proceedings of the Forum on 
Tractor Fuels, 1215. 

Petroleum Products and Lubricants. Re- 
port of Committee D-2, 287. Supple- 
mentary Report, 298. 

Photoelectric Measurement of a Color Index 
of Liquid Petroleum Products—Louis 
Lykken. Published in ASTM Bvuttetis, 


No. 154, October, 1948, p. 68 (TP226). 
Summary of Meeting on Petroleum Products 

as Related to Automotive Equipment, 1216. 

Optional Use of Detonation Meter for Motor 
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and Research Methods. Appendix VI, Re- 
port of Committee D-2, 328. 

Proposed Factors and Tables for Volume 
Correction and Specific Gravity Conversion 
of Liquefied Petroleum Gases. Appendix 
V, Report of Committee D-2, 318. 

Proposed Method of Analysis of Calcium 
and Barium Petroleum Sulfonates. Ap- 
pendix XI, Report of Committee D-2, 367. 

Proposed Method of Measuring the Tempera- 
ture of Petroleum and Petroleum Products. 
Appendix X, Report of Committee D-2, 
357. 

Proposed Method of Test for Benzene and 
Toluene by Ultraviolet Spectrophotometry. 
Appendix XII, Report of Committee D-2, 
374. 

Proposed Method of Test for Butadiene 
Dimer in Polymerization Grade Butadiene. 
Apendix III, Report of Committee D-2, 
312. 

Proposed Method of Test for Nonvolatile 
Residue of Polymerization Grade Buta- 
diene. Appendix IV, Report of Committee 
D-2, 316. 

Proposed Method of Test for Performance 
Characteristics of Wheel Bearing Grease. 
Appendix I, Report of Committee D-2, 303. 

Proposed Method of Test for Separation of 
Residue from Butadiene. Appendix II, 
Report of Committee D-2, 309. 

Proposed Method of Test for Sodium in 
Lubricating Oils and Lubricating Oil 
Additives. Appendix IX, Report of Com- 
mittee D-2, 354. 

Proposed Method of Test for Sulfur in 
Petroleum Oils by Quartz Tube Combus- 
tion. Appendix VII, Report of Com- 
mittee D-2, 332. 

Summary of Proceedings of the Symposium 
on Functional Tests for Ball-Bearing 
Greases, 1214. 

Summary Report on Investigation of the 
‘Detonation Meter, Model 501. Appendix 
VIII, Report of Committee D-2, 340. 


Pharmaceutical Containers. 


Glass and Glass Products. 
mittee C-14, 270. 


pH Value. 


Methods of Testing. Report of Committee 
E-1, 498. 


Report of Com- 


Photometric Methods. 


Chemical Analysis of Metals. 
Committee E-3, 505. 

Photoelectric Measurement of a Color Index 
of Liquid Petroleum Products—Louis 
Lykken. Published in ASTM BUvuLLeEtIn, 
No. 154, October, 1948, p. 68 (TP226). 

Proposed Method of Test for Benzene and 
Toluene by Ultraviolet Spectrophotometry. 
Appendix XII, Report of Committee D-2, 
374. 

Summary of Proceeding of the Symposium 


on Metallography in Color, 942. 


Paint, Varnish, Lacquer, and Related Prod- 


Report of 


ucts. Report of Committee D-1, 279. 
Pine Oil. 

Naval Stores. Report of Committee D-17, 
451. 


Pipe and Pipe Materials. 


Clay Pipe. Report of Committee C-4, 254. 

Laboratory Corrosion Tests of Iron and 
Steel Pipes—G. A. Ellinger, L. J. Waldron 
and S. B. Marzolf, 618. 

Stability of Steels as Affected by Temperature 
(Project No. 29), J. J. Kanter and E. A. 
Sticha, Appendix II, Report of Joint 
Committee on Efiect of Temperature on the 
Properties of Metals, 239. 


Placement Conditions. 


The Determination of Limits for the Control 
of Placement Moisture in High Rolled- 
Earth Dams—W. G. Holtz, 1240. 


Pitch, 


Bituminous Waterproofing and Roofing Ma- 
terials. Report of Committee D-8, 401. 


Plastics. 


See also Electrical Insulating Materials. — 
Automotive Glazing with Plastics— George ‘ 


B. Watkins and Joseph D. Ryan 
lished in ASTM BuLterin, 
August, 1948, p. 65 (TP157). 


Discussion of Paper on the Ignition Tempera- 
ture of Rigid Plastics. Published a 
ASTM  Buttetix, No. 151, March, 

1948, p. 66 (TP74). 
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Plastics— continued. 


Discussion of Paper on the Resistance to 
Impact Loading of Plastics. Published in 
ASTM Buttetin, No. 153, August, 


1948, p. 59 (TP151); No. 154, October, 
1948, p. 45 (TP203). 
The Effect of Fungi and Humidity on 
Plastics—John Leutritz, Jr. Published in 
_ ASTM Buttetin, No. 152, May, 1948, 
p. 88 (TP140). 
Effect of Speed of Test Upon Strength 
Properties of Plastics—Symposium on 
Speed of Testing—A. G. H. Dietz, W. J. 
_ Gailus, and S. Yurenka, 1160. Discussion, 

1187. 

7 ‘The Effect of Temperature on the Creep of 
two Laminated Plastics as Interpreted by 
the Hyperbolic-Sine Law and Activation 
Energy Theory—W. N. Findley, C. H. 
Adams, and W. J. Worley, 1217. 

Electrical Insulating Materials. Report of 

Committee D-9, 402. 

Electrical Properties of Plastics -A. J. 
Warner. Published in ASTM Buttetin, 
No. 153, August, 1948, p. 60 (TP152). 

An Improved Low-Temperature Brittleness 

Test—E. F. Smith and G. J. Dienes. Pub- 

lished in ASTM Buttetin, No. 154, 

October, 1948, p. 46 (‘T'P204); Discussion, 

p. 49 (TP207). 

_ An Investigation of the Possibilities of Organic 

Coatings for the Prevention of Premature 

Corrosion-Fatigue Failures in Steel—Robert 

C. McMaster, 628. Discussion, 645. 

-Low-Pressure Molding Laminates— 

T. Walter Noble. Published in ASTM 
Buttetin, No. 151, March, 1948, p. 77 
(TP85). 

The Mechanism of Plasticization in Plastics— 


J. Kenneth Craver. Published in ASTM 


BULLETIN, No. 152, May, 1948, p. 90 
(TP142); Discussion, p. 92 (TP144). 
Metals and Plastics—Robert G. Chollar. 


Published in ASTM Buttetin, No. 152, 
May, 1948, p. 80 (TP132); Discussion, 


p. 87 (TP139). 
A New Interpretation of Heat Distortion 
Data of Plastics—L. 5S. Moody and K. B. 


Goldblum. Published in ASTM BuLtetrn, 
No. 150, January, 1948, p. 55 (TP27). 
Plastics as Optical Materials—H. R. Moulton. 
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Published in ASTM Buttetin, No. 151 
March, 1948, p. 75 (TP83). 

Plastics. Report of Committee D-20, 499, 

Recommendations Affecting Standards on 
Plastics. Appendix, Report of Committee 
D-20, 494. 

Some Factors Affecting Adhesive Bond Forma- 
tion—H. P. Meissner and E. W. Merrill. 
Published in ASTM Buttetin, No. 151, 
March, 1948, p. 80 (TP88). 

Tensile Stress-Strain Relationships of Lami- 
nated Plastics for Small Strains—J. J. 
Lamb and B. M. Axilrod. Published in 
ASTM Buttetin, No. 151, March, 1948, 
p. 59 (TP67). 

The Use of the Rossi-Peakes Flow Tester in 
Measuring the Apparent Viscosity of 
Plastics at Temperatures from 115 to 
175 C.—F. E. Piech and W. FE. Gloor. 
Published in ASTM But tetin, No. 151, 
March, 1948, p. 70 (TP78). 

Theories of Adhesion as Applied to the Ad- 
hesive Properties of High Polymers 
Charles J. Seiler and A. D. McLaren. Pub- 
lished in ASTM BuLtetin, No. 155, Decem- 


ber, 1948, p. 50 (‘TP258). 


Automotive Glazing with Plastics—George 
B. Watkins and Joseph D. Ryan. Pub- 
lished in ASTM Buttetin, No. 153, 
August, 1948, p. 65 (TP157). 


Plexiglas. 


Plywood. 
Wood. Report of Committee D-7, 400. 
Polarographic Methods. 


Chemical Analysis of Metals. Report of 


Committee E-3, 505. 
Poles. 

Wood. 
Polish 


Report of Committee D-7, 400. 


Discussion of Paper on Measurement of Metal 
F. Clark and R. C. 
Adams. Published in ASTM’ 
No. 150, January, 1948, p. 49 (TP21). 


Polish Performance 


Polymers. 


Theories of Adhesion as Applied to the 
Adhesive Properties of High Polymers— 
Charles J. Seiler and A. D. McLaren. 


Published in ASTM Buttetin, No. 155, 
December, 1948, p. 50 (TP258). 


Porcelain Enamel. 


Report of Administrative Committee on 
Standards. Appendix II, Annual Report 
of the Board of Directors, 69. 


Prebatched Mixtures. 


Effect of Delayed Mixing of Prebatched 
Moist Aggregates and Cement on the 
Strength and Durability of Concrete— 
W. H. Price and J. W. Robison, 962. 
Discussion, 968. 


President’s Address and Talks. 


If Doctor Marburg Came Back Today, 
Annual Address by the President, T. A. 
Boyd, 20. 

Research—Everybody’s Doing It Now— 
T. A. Boyd. Published in ASTM Bu t- 
LeTIN, No. 152, May, 1948, p. 53 (TP105).. 


Pressure Method. 


Determination of the Air Content of Mortars 
by the Pressure Method—Thomas G. 
Taylor. Published in ASTM Buttetin, 
No. 155, December, 1948, p. 44 (TP252). 


Pressure Vessels. 


Panel Discussion on Corrosion of Pressure 
Vessels: 

Station Design and Material Composition 
as Factors in Boiler Corrosion—R. B. 
Donworth, 897. Discussion, 905. 

Corrosion of High-Pressure Steam Genera- 

tors: Status of our Knowledge of the 

_ Effect of Copper and Iron Oxide De- 
posits in Steam Generating Tubes— 

Richard C. Corey, 907. Discussion, 


920. 
See also Paint. 


An Investigation of the Possibilities of 
Organic Coatings for the Prevention of 
Premature Corrosion-Fatigue Failures in 
Steel—Robert C. McMaster, 628. Dis- 
cussion, 645. 

Measurement of Transparency of Surface 
Coatings—J. Gross, R. H. Kienle, L. A. 

Melsheimer, and E. I. Stearns. Pub- 


Protective Coatings. 
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lished in ASTM Buttetin, No. 153 
August, 1948, p. 73 (TP165). 


Proving Ring. 


Dynamic Calibration Method Uses Modified 
Proving Ring—R. C. A. Thurston. Pub- 
lished in ASTM Buttetin, No. 154, 
October, 1948, p. 50 (TP208). 


Quality Control. 


Quality Control of Materials. 
Committee E-11, 523. 
Symposium on Usefulness and Limitations 
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of Samples: 

Introduction —H. ¥. Dodge, 857. 

Sampling and Its Uncertainties—S. S. 
Wilks, 859. Discussion, 876. 


On Variation in Materials, Testing, and 
Sample Sizes Simon, 877. 
Discussion, 882. 

The Amount of Inspection as a Function 
of Control of Quality -G. R. Gause, 
886. Discussion, 894. 


Leslie E. 


Quartz Tube Combustion. 


Proposed Method of ‘Test for Sulfur in 
Petroleum Oils by Quartz ‘Tube Combus- 
tion. Appendix VII, Report of Com- 
mittee D-2, 332. 


Quicklime. 


Lime. Report of Committee C-7, 255. 
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Radioactive Material. ve 


Isotopes and Their Application in the Field 
of Industrial Materials. 
Edgar Marburg Lecture 


sold, 527. 
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Radiography. 


An Investigation of Radiography in the 
Range from 0.5 to 2.5 Million Volts —W. W. 
Buechner, R. J. Van de Graaff, H. Feshbach, 
E. A. Burrill, A. Sperduto, and L. R. 
McIntosh. Published in ASTM 
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Frankford Arsenal Experience with High- 
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Radiography—continued. 


Metallography. 
510. 

One-Millionth Second Radiography and Its 
Development—Charles M. Slack and Louis 
F. Ehrke. Published in ASTM Buttetin, 
No. 150, January, 1948, p. 59 (TP31). 

Radiographic Testing. Report of 
mittee E-7, 517. 


Report of Committee E-4, 


Com- 


Radio Tube Materials. 


Electrical-Heating Resistance, and Related 
Alloys. Report of Committee B4, 176. 
Abstracts of Paper on Cathode Nickel. Pub- 
lished in ASTM Bu tet, No. 152, May, 
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A Standard Diode for Radio Tube Cathode- 
Core-Material Approval Tests—Robert 
L. McCormack, p. 37. 

Testing Cathode Materials in Factory Pro- 
duction—J. T. Acker, p. 38. 

European Practice in the Manufacture of 
Cathodes—T. H. Briggs, p. 39. 


Rate of Loading. 
See Speed of Testing. 


Rayon. 
ments to the Determination of Fiber 
Properties—Arnold M. Sookne.  Pub- 
Materials, October, 1948, p. 498. 
Textile Materials. Report of Committee 


Some Applications of Stress-Strain Measure- 
lished in A.S.T.M. Standards on Textile 
D-13, 434. 


Reactive Materials in Concrete. 


Methods and Procedures 
Used in Identifying Reactive Materials 
in Concrete: 

Introduction, 1055. 

Correlaiion of Laboratory Tests with 
Field Experiences of Excessive Concrete 


Symposium on 


Expansion Induced by a _ Reaction 
Between the Cement and Aggregate— 
Thomas FE. Stanton, 1057. Discussion 
1063. 

Correlation of Laboratory Tests with 
Field Experience in Alkali-Aggregate 
Reaction—Bailey Tremper, 1067. 


Tests Used by the Bureau of Reclamation 


_ for Identifying Reactive Concrete Ag- 
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gregates—Richard C. Mielenz and Leslie 


P. Witte, 1071. Discussion, 1104. 

A Rapid Method of Testing Materials 
the Alkali-Aggregate Reaction—D, 
O. Woolf and Theodore R. Smith, 1108, 

Discussion, 1115. 
Petrographic Identification of Reactive 
Constituents in Concrete Aggregate— 
Bryant Mather, 1120. Discussion, 1126. 


Reactivity. 


Measurement of the Reactivity of Solid 
Fuels by the Crossing-Point Method— 
J. Jonakin, P. Cohen, R. Corey, and B. 
Jain, 1269. Discussion, 1290. 


Refractories. 
Refractories. Report of Committee C-8, 256. 
Relative Density. 


The Importance and Practical Use of Relative 
Density in Soil Mechanics—Donald M. 


Burmister, 1249. 
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Effect of Temperature on the Properties 
of Metals. Report of Joint Committee, 
212. 


Research. 


Report of Administrative Committee on 
Research. Appendix III, Annual Report 
of the Board of Directors, 73. 
Research—Everybody’s Doing It Now—T. 
A. Boyd. Published in ASTM Boettetry, 
No. 152, May, 1948, p. 53 (TP105). 


Resin. 


Summary of Softening Point and Melting 
Point Method Used for Testiig Rosins 
and Resins, Report of Subcommittee I, 


Committee D-17, 
Road Materials. 


See also Aggregates; Brick; Cement; 
Concrete; Soils. 

Road and Paving Materials. Report of 
Committee D-4, 383. 

Soils for Engineering Purposes. Report of 


Committee D-18, 476. 


Roofing Materials. 


Bituminous Waterproofing and Roofing Ma- 
terials. Report of Committee D-8, 4. 
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Fire Tests of Materials and Construction. 
Report of Committee E-5, 512. 
Rosin. 


Naval Stores. 
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Rossi-Peakes Flow Tester. 


The Use of the Rossi-Peakes Flow Tester 
in Measuring the Apparent Viscosity of 
Plastics at Temperatures from 115 to 
175 C.—F. E. Piech and W. E. Gloor. 
Published in ASTM Bu ttetrn, No. 151, 
March, 1948, p. 70 (TP78). 


Rubber Products. 


Nontoxic Rubber for Gas Masks--S. H. 
Katz, 1293. Discussion, 1299. 

Proposed Method of Measuring Low-Temper- 
ature Stiffening of Rubber ond Rubber- 
Like Materials by the Gehman Torsional 
Apparatus. Appendix, Report of Com- 
mittee D-11, 425. 

Rubber and Rubber-Like Materials. 
of Committee D-11, 417. 


Report 


Rubber-Like Materials. 
Measurement of Volume Resistivity of 
Electrically Conducting Rubber-Like Ma- 
terial--R. F. Miller. Published in ASTM 
BuLLetTin, No. 151, March, 1948, p. 91 


(TP99). 
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Salt Spray Tests. 


Sec also Corrosion. 
Apparatus and Factors in Salt Fog Testing, 
V. M. Darsey and W. R. Cavanagh. 
Appendix, Report of Committee B-3, 153. 
Corrosion of Non-Ferrous Metals and Alloys. 
Report of Committee B-3, 151. 
Summary Report of Investigations of Alu- 
minum-Base Die-Casting Alloys Containing 
9.5 per cent Silicon and 0.5 per cent Magne- 
sium or Containing 8 per cent Magnesium. 
Appendix, Report of Committee B-6, 191. 
Samples, Usefulness and Limitations of. 
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Introduction—H. F, Dodge, 857. 

Sampling and Its Uncertainties—S. S. 
Wilks, 859. Discussion, 876. 

On Variation in Materials, Testing, and 
Sample Sizes—Leslie E. Simon, 877. 
Discussion, 882. 

The Amount of Inspection as a Function 
of Control of Quality—G. R. Gause, 886. 
Discussion, 894. 


Sampling of Steam. 


Proposed Method for the Sampling of Steam. 
Published in ASTM Buttetin, No. 151, 
March, 1948, p. 34. 


Sand. 


Effect of Drying ‘Time on Results of Magne- 
sium Sulfate Soundness Tests—Delmar 
L. Bloem. Published in ASTM Buttetin, 
No. 152, May, 1948, p. 76 (TP128). Dis- 
cussion, published in ASTM BUwLLetin, 
No. 153, August, 1948, p. 81 (TP173). 

The Spectrochemical Analysis of Cements 
and Other Mineral Products—M. F. 


Hasler, C. E. Harvey, and F. W. Barley, 
Jr.,944. Discussion 959. 


Sanford E. Thompson Award. 


Summary of Proceedings of the Fifty-first 


Annual Meeting, 22. Report of Com- 
mittee C-9, 263. 
Service Tests. 
Service Wearing ‘Tests—E. N. Ditton. 


Published in ASTM Buttetin, No. 152, 
May, 1948, p.93 (TP145). 
Symposium on Service Experience 
Inhibited ‘Turbine Oils. Published in 
ASTM Butcetin, No. 152, May, 1948: 

An Evaluation of Inhibited Turbine Oils 
Versus Uninhibited Turbine Oils for 
Turbine Lubrication—M. Baker, 
p. 59 (TP111). 

Service Experience with Turbine Oils— 
C. L. Pope and O. V. Sprague, p. 62 
(TP114). 

The Care of the Lubricant and Maintenance 
of the Lubricating System for Central 
Station Turbine Equipment-——-Ernest F. 
Walsh, p. 64 (TP116). 

Steam Turbines and Their Lubrication— 
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New Type Weighted Needles for Determining 
the Setting Time of Magnesium Oxychloride 
Cement—Harry E. Chisholm. Published 

/- in ASTM Buttetin, No. 154, October, 
1948, p. 37 (TP195); Discussion, p. 39 
(TP197). 

Proposed Method of Test for Setting Time 
of Hydraulic Cement in Mortar. Ap- 
pendix, Report of Committee C-1, 250. 


Setting Time. 
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The Effect of Small Percentages of Silver 
and Copper on the Creep Characteristics 
of Extruded Lead—G. R. Gohn and W. C. 
Ellis, 801. Discussion, 825. 

Influence of Small Percentages of Silver on 
the Tensile Strength of Extruded Lead 
Sheathing—-Howard S. Phelps, Frank Kahn, 
and William P. Magee, 815. Discussion, 
825. 


Shellac. 


Paint, Varnish, Lacquer, and Related Prod- 
ucts. Report of Committee D-1, 279. 


Sherardized Coatings. 


Field Tests and Inspections of Bare and 
Metallic Coated Hardware, Structural 
Shapes, Plates, Bars, and Their Products. 
Report of Subcommittee XVI, Committee 
A-5, 119. 


Shingles. 


Bituminous Waterproofing and Roofing Ma- 
terials. Report of Committee D-8, 401. 


Shipping Containers. 


Load Concentration in Corrugated Paper— 
J. H. Toulouse and P. J. Barcus. Pub- 
lished in ASTM Buttetin, No. 152, 
May, 1948, p.77 (TP129). 

Shipping Containers. Report of Committee 
D-10, 415. 


Ship Plates. 
Summary of the Proceedings of the Sympo- 
sium on Deformation of Metals as Related 
to Forming and Service, 896. 
Significance of Tests. 


Summary of Proceedings of the Symposium 
on Mineral Aggregates, 1128. 
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The Effect of Small Percentages of Silye 
and Copper on the Creep Characteristic; 
of Extruded Lead—G. R. Gohn and W, ( 
Ellis, 801. Discussion, 825. 

Influence of Small Percentages of Silver on 
the Tensile Strength of Extruded Lead 
Sheathing —Howard S. Phelps, Frank Kahn 
and William P. Magee, 815. Discussion. 
825. 


Simulated Service Testing. a 


Engine Antifreezes. Report of Committ 
D-15, 448. 

Methods of Testing Building Constructions 
Report of Committee E-6, 515. 

Report of Administrative Committee on 
Simulated Service Testing. Appendix VI 
Annual Report of the Board of Directors 
86. 

The Use of Test Track in Developing Good 
Packaging and Carloading Methods—A 
N. Perry. Published in ASTM Bet 
LETIN, No. 155, December, 1948, p. 38 
(TP246). 


Slate. 


Natural Building Stones. Report of Com- 


mittee C-18, 275. "ae 


Soaps and Other Detergents. Report of 
Committee D-12, 431. 


Soaps and Detergents. 


Sodium and Potassium in Lubricants. 


Proposed Method of Test for Sodium in 
Lubricating Oils and Lubricating Oil 
Additives. Appendix IX, Committee D-2, 
354. 


Softening Point. 


Summary of Softening Point and Melting 
Point Methods Used for Testing Rosins 
and Resins, Report of Subcommittee I 


of Committee D-17, 457. “or 
Soils. 


The Determination of Limits for the Contra 
of Placement Moisture in High Rolled- 
Earth Dams—W. C. Holtz, 1240. 
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The Importance and Practical Use of Relative 
Density in Soil Mechanics—Donald M. 
Burmister, 1249. 

Soils for Engineering 
of Committee D-18, 476. 


Purposes. Report 
Solder. 


Non-Ferrous Metals and Alloys. 
Committee B-2, 143. 
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Soundness Tests. 


Effect of Drying Time on Results of Magne- 
sium Sulfate Soundness Tests—Delmar 
L. Bloem. Published in ASTM Bu ttetin, 
No. 152, May, 1948, p. 76 (TP128). Dis- 
cussion published in ASTM etry, No. 
153, August, 1948, p. 81 (TP173). 


Specific Gravity. 


A Means of Determining the Hardness of 
Wood and Modified Woods Over a Broad 
Specific Gravity Range—Richard C. 
Weatherwax, E. C. O. Erickson, and 
Alfred J. Stamm. Published in ASTM 
BuLLETIN, No. 153, August, 1948, p. 84 
(TP176). 

Proposed Factors and Tables for Volume 
Correction and Specific Gravity Conversion 
of Liquefied Petroleum Gases. Appendix 
V, Report of Committee D-2,318. 


Spectrographic Analysis. 


The Spectrochemical Analysis of Cements 
and Other Mineral Products—M. F. 
Hasler, C. E. Harvey, and F. W. Barley, 
Jr.,944. Discussion, 959. 

Spectrographic Analysis. 
mittee E-2, 503. 
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Speed of Testing. 


An Experimental Study of the Influence 
of Various Factors on the Mode of Fracture 
of Metals—P. G. Jones and W. J. Worley, 
648. Discussion, 663. 

Methods of Testing. Report of Committee 
E-1, 498. 

Symposium on Speed of Testing: 

Introduction, 1129. 
Testing Speed Limitations for Committee 
A-1, Specifications for Steel Lawford H. 
Fry, 1130. 
The Effect of Speed of Testing on Magne- 
sium-Base Alloys—A. A. Moore, 1133. 
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Speed of Testing of Wood: Factors in Its 
Control and Its Effect on Strength—L. J- 
Markwart and J. A. Liska, 1139. 

Effect of Speed of Test Upon Strength 
Properties of Plastics—A. G. H. Dietz, 
W. J. Gailus, and S. Yurenka, 1160. 
Discussion, 1187. 

Methods and Equipment for Controlling 
Speed of Testing—Lawrence K. Hyde, 


1191. Discussion, 1200. 


Stability of Steels. 


See also Steel. 
Effect of Temperature on the Properties of 
Metals. Report of Joint Committee, 212: 
Stability of Steels as Affected by Tempera- 
ture (Project No. 29), J. J. Kanter and 
E. A. Sticha, Appendix II, Report of 
Joint Committee on Effect of Temperature 
on the Properties of Metals, 239. 


Standardization. 


Report of Administrative Committee on 
Standards. Appendix If, Annual Report 
of the Board of Directors, 69. 

Summary of Proceedings of the Fifty-first 
Annual Meeting, 1. 


Statistical Analysis. 


Quality Control of Materials. Report of 
Committee E-11, 523. 
Symposium on Usefulness and Limitations 


of Samples. 


Introduction —H. Dodge, 857. 
Sampling and Its Uncertainties—S. S. 
Wilks, 859. Discussion, 876. 


On Variation in Materials, Testing, and 
Sample Sizes—Lesslie E. Simon, 877. 
Discussion, 882. 

The Amount of Inspection as a Function 
of Control of Quality—G. R. Gause, 


886. Discussion, 894. 


Atmospheric Durability of Steels Containing 
Nickel and Copper—Additional Exposure 
Data—N. B. Pilling and W. A. Wesley, 
610. 

Change in Hardness of « Metal Bar Under 
Low Cycles of Reversed and Pulsating 
Plastic Bending —Harry Majors, Jr. Pub- 
lished in ASTM Buttetin, No. 155, 

December, 1948, p. 39 (TP247). 
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Corrosion-Fatigue Failures in Steel Robert St 
C. McMaster, 628. Discussion 645. 

Iron-Chromium, Iron-Chromium-Nickel, and 
Related Alloys. 


Steel— continued. 


Changes Found on 
Chromium Plate, 


Keciprocated Steel, 
and Cast Iron Sliding 


Report of Committee 
Surfaces —J. N. Good and Douglas Godfrey, 


$41. Discussion, 853. 


Metallic Coated Hardware, Structural 
Shapes, Plates, Bars, and Their Products. 
Report of Subcommittee XVI, Committee 
\-5, 119. 

Field Tests of Wire and Wire Products. 

Report of Wire Inspection Committee, 

Committee A-5, 114. 

Filler Metal. Report of Joint Committee, 
210. 

High Temperature Bolting Materials (Project 
No. 16), Ernest L. Robinson. Appendix 
I, Report of Joint Committee on Effect of 
Temperature on the Properties of Metals, 
214. 

High-Temperature Properties of Rotor Disks 
for Gas Turbines as Affected by Variables 
in Processing—J. W. Freeman, Howard 
C. Cross, E. E. Reynolds, and Ward F. 
Simmons, 555. Discussion, 589. 

An Hypothesis for the Determination of 
Cumulative Damage in Fatigue -F. E. 
Richart, Jr., and N. M. Newmark, 767. 
Discussion 799, 

Inspection of Black and Galvanized Sheets. 
Report of Subcommittee XIV, Committee 
A-5, 108. 

An Investigation of the Possibilities or Organic 
Coatings for the Prevention of Premature 


Stiffness. 


A-10, 134. 


p. 77 (TP49). 

Some Aspects of the Effect of Metallurgical 
Structure on Fatigue Strength and Notch- 
Sensitivity of Steel—T. J. Dolan and C. S, 
Yen, 664. Discussion, 690. 

Some Characteristics of Residual Stress 
Fields During Dynamic Stressing Above 
The Endurance Limit—James B. Duke, 
755. Discussion, 763. 

Steel. Report of Committee A-1, 90. 

Summary of the Proceedings of the Sympo- 
sium on Deformation of Metals as Related 
to Forming and Service, 896. 

Summary of Proceedings of the Symposium 
on Magnetic Testing, 943. 

Testing Speed Limitations for Committee 
A-1 Specifications for Steel—Symposium 
on Speed of Testing —Lawford H. Fry, 1130 

A Visual Rating System for Rusted Steel 
Specimens—Harry L. Faigen. Published 
in ASTM Buttetin, No. 154, October, 
1948, p. 39 (TP197). 


Proposed Method of Measuring Low-Temper- 
ature Stiffening of Rubber and Rubber 
Like Materials by the Gehman Torsion! 
Apparatus. Appendix, Report of Com- 
mittee D- 11,425. 


_ 


Laboratory Corrosion ‘Tests of Tron and St 
Chemical Analysis of Metals. Report of Steel Pipes —G. A. Ellinger, L. J. Waldron 
_ Committee E-3, 505. and S. B. Marzolf, 618. 
Corrosion of Iron and Steel. Report of Magnetic Properties. Report of Committee C 
Committee A-5, 104, A-6, 125. 
Effect of Temperature on the Prgperties Metallography. Report of Committee E-4. 
of Metals. Report of Joint Committee, 510. 
212. Metals and Plastics—Robert G. Chollar, 
_ Electrodeposited Metallic Coatings, Report Published in ASTM Buttetin, No. 152. 
of Committee B-8, 206. May, 1948, p. 80 (TP132); Discussion, Si 
An Experimental Study of the Influence of p. 87 (TP139). 
Various Factors on the Mode of Fracture Recommendations Affecting Standards on 
of Metals—P. G. Jones and W. J. Worley, Steel. Appendix, Report of Committee 
648. Discussion 663. A-1, 95. 
Factors of Importance in the Atmospheric Report on the Evaluation of Surface Treat- 
Corrosion Testing of Low-Alloy Steels — ment of Steel Prior to Painting Prepared 
H.R. Copson, 591. Discussion, 608. by Arnold J. Ejickhofi. Published in 
Field Tests and Inspections of Bar and ASTM Buttetrn, No. 150, January, 1948, S 


[ 


Sec also Aggregates. 


Natural Building Stones. Report of Com- 

mittee C-18, 275. 
Stress Analysis. 

summary of Proceedings of the Symposium | 

on Magnetic Testing, 943. 
Stress-Strain Tester. 

A Stress-Strain Tester for Textiles Employing 
a Magnetic Strain Gage—J. W. Ballou. 
Published in ASTM Buttetrin, No. 150. 
January, 1948, p. 38 (TP10). 

Structural Units. 

Methods of Testing Building Constructions. 
Report of Committee E-6, 515. 

Sulfonated Oils. 

Proposed Method of Analysis of Calcium 
and Barium Petroleum Sulfonates. Ap- 
pendix XI, Report of Committee D-2, 367. 


Sulfur. 


The Detection of Corrosive Sulfur Compounds 
in Mineral Transformer Oil—Frank M. 
Clark and Edward L. Raab, 1201. Dis- 
cussion, 1211. 

Proposed Method of Test for Sulfur in Petro- 
leum Oils by Quartz Tube Combustion. 
Appendix VII, Report of Committee D-2, 
332. 

Sulfur Cements. 

Report of Administrative Committee on 
Standards. Appendix II, Annual Report 
of the Board of Directors, 69. 

Summary of Proceedings. 

Summary of Proceedings of the Fifty-first 

Annual Meeting, 1. 
Surface Strength of Paper. 


Proposed Method of Wax Pick Test for 
Surface Strength of Paper. Appendix, 
Report of Committee D-6, 398. 
Surface Waterproofers. 
Testing Surface Waterproofers—F. O. And- 
eregg. Published in ASTM Bu tietm, No. 
156, January, 1949, p. 71 (TP33); Dis- 
cussion, p. 76 (TP38). 

Symbols. 

Symbols and Nomenclature for Fatigue 
Testing. Published in ASTM Butretin, 


No. 153, August, 1948, p- a 


Synthetic Detergents. 


Soaps and Other Detergents. Report of 

Committee D-12, 431. 
Synthetic Fibers. 

Application of Synthetic Fibers, Including 
Glass, in the Textile Industry (Condensed 
version) —Rene Bouvet. Published in AS 
TM Bu iietix, No. 150, January, 1948, p. 
20. 


Synthetic Rubber. 


Rubber and Rubber-Like Materials. Report 
of Committee D-11,417. 


- 
To 


Tall Oil. 


Naval Stores. Report of Committee D-17, 
451. 
Tar. 


Bituminous Waterproofing and Rooting Ma- 
terials. Report of Committee D-8, 401. 

Road and Paving Materials. Report of 
Committee D-4, 383. 


Temperature, Effect of. 


The Effect of Temperature on the Creep of 
Two Laminated Plastics as Interpreted by 
the Hyperbolic-Sine Law and Activation 
Energy Theory —-W. N. Findley, C. H. 
Adams, and W. J. Worley, 1217. 

“fiect of Temperature on the Properties 
of Metals. Report of Joint Committee, 
212. 

‘lectrical-Heating, Resistance, and Related 
Alloys. Report of Committee B-4, 176. 
“ngine Antifreezes. Report of Committee 

D-15, 448. 

Fatigue and Static Load Tests of An Austen- 
itic Cast Iron at Elevated Temperatures-— 
W. Leighton Colling, 696. Discussion, 706. 

High Temperature Bolting Materials (Project 
No. 16), Ernest L. Robinson. Appendix 
[, Report of Joint Committee on Etfect of 


Temperature on the Properties of Metals, 
214. 

High-Temperature Properties of Rotor Disks 
for Gas Turbines as Affected by Variables 
in Processing—J. W. Freeman, Howard C. 
Cross, E. FE. Reynolds, and Ward F. 
Simmons, 555. Discussion, 589. 
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An Improved Low-Temperature Brittleness 
Test—F. F. Smith and S. J. Diener. Pub- 
lished in ASTM Butietin, No. 154, Octo- 
ber, 1948, p. 46. 

Proposed Method of Measuring Low-Temper- 
ature Stiffening of Rubber and Rubber- 
Like Materials by the Gehman Torsional 
Apparatus. Appendix, Report of Com- 
mittee D-11, 425. 

Stability of Steels as Affected by Temperature 
(Project No. 29), J. J. Kanter and E. A. 
Sticha, Appendix II, Report of Joint 
Committee on Effect of Temperature on the 
Properties of Metals, 239. 

Tensile, Creep-and Fatigue Properties at 
Elevated Temperatures Mag- 
nesium-Base Alloys—John C. McDonald, 
737. Discussion 754. 


of Some 


Temperature Measurements. 

Proposed Method of Measuring the Tempera- 
ture of Petroleum and Petroleum Products. 
Appendix X, Report of Committee D-2, 
357. 


Templin Award. 
Richard L. 
Proceedings of the 
Meeting, 16. 


Templin Award. Summary of 
Fifty-first Annual 


Tension Testing. 

| Effect of Fatigue on Tension-Impact Resist- 
ance—William H. Hoppmann II. Pub- 
lished in ASTM Buttetin, No. 155, De- 
cember, 1948, p. 36 (TP244); Discussion, 
p. 37 (TP245). 

The Effect of Small Percentages of Silver 
and Copper on the Creep Characteristics 
of Extruded Lead—G. R. Gohn and W. C. 
Ellis, 801. Discussion, 825. 

The Effect of Speed of Testing on Magnesium 
Base Alloys—Symposium on Speed of 
Testing—A. A. Moore, 1133. 

Fatigue Properties of Some Coppers and Cop- 
per Alloys in Strip Form—H. L. Burghoff 
and A. I. Blank, 709. Discussion, 733. 

High Temperature Bolting Materials (Pro- 
ject No. 16), Ernest L. Robinson. Ap- 
pendix I, Report of Joint Committee on 
Effect of Temperature on the Properties of 
Metals, 214. 


Supyect INDEX 


An Improved Low-Temperature Brittleness 
Tester—E. F. Smith and G. J. Dienes 
Published in ASTM Buttetrx, No. 154 
October, 1948, p. 46 (TP204); Discussion 
p. 49 (TP207). 

Influence of Small Percentages of Silver op 
The Tensile Strength of Extruded Lead 
Sheathing—Howard S. Phelps, Frank Kahn, 
and William P. Magee, 815. 
825. 

Tensile, Creep and Fatigue Properties at 
Elevated Temperatures of Some Mag- 
nesium-Base Alloys—John C. McDonald 
737. Discussion, 754. 

Tensile Stress-Strain Relationships of Lami- 
nated Plastics for Small Strains —J. J 
Lamb and B. M. Axilrod. Published jn 
ASTM Bvcttetin, No. 151, March, 1948 
p. 59 (TP67). 

Tension Testing of Magnesium Alloy, A. A, 
Moore. Appendix, Report of Committee 
B-7, 205. 

Testing Speed 


Discussion, 


Limitations for Committee 
A-1 Specifications for Steel —Symposium 
on Speed of Testing Lawford H. Fry, 1130 


Test Track. 


The Use of Test Track in Developing Good 


Packaging and Carloading Methods— 
A. N. Perry. Published in ASTM Bet- 
_ LeTin, No. 155, December, 1948, p. 38 


(TP246). 


Report of Committee 


(Papers and reports covering methods of 
analysis, sampling, testing, etc., are in- 
dexed under the materials and subjects 
covered by them.) 


Testing Apparatus. 


Methods of Testing. 
E-1, 498. 


Testing, Physica! Methods of. 


Testing, Speed of 
See Speed of Testing. 


Tetraethyl Lead. 


Better Lead Scavenging Needed for Avia- 
tion Gasoline —E. A. Droegemucller.  Pub- 
lished in ASTM Buttertn, No. 154, Octo 
ber, 1948, p. 53 (TP211). 
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Textile Materials. 


Application of Synthetic Fibers, Including 
Glass, in the Textile Industry (Condensed 
version)—Rene Bouvet. Published in AS.- 
TM Bu ttetin, No. 150, January, 1948, p. 
20. 


= 
The Importance of the Time Factor in the 


Study of Textile Properties—Edward R. 

Schwarz. Published in A.S.T.M. Stand- 

ards on Textile Materials, October, 1948, 

p. 485. 

Measurement and Elimination of Inertia 
Effects in Textile Testing Equipment by 
Means of Electric Strain Gages—Herbert 
F. Schiefer. Published in ASTM Bvt- 
LeTIN, No. 150, January, 1948, p.43 (TP15). 

Recommendations Affecting Standards on 
Textile Materials. Appendix, Report of 
Committee D-13, 440. 

Report of the A.S.T.M. Task Group Studying 
the Wyzenbeek Precision Wear Test Me- 
ter—Seaman J. Tanenhaus and Gerald 
Winsont. Published in ASTM BuLLETIN, 
No. 154, October, 1948, p. 74 (TP232). 

Service Wearing Tests—E. N. Ditton. Pub- 
lished in ASTM Buttetin, No. 152, May, 
1948, p. 93 (TP145). 

Some Applications of Stress-Strain Measure- 
ments to the Determination of Fiber Prop- 
erties—Arnold M. Sookne. Published 
in A.S.T.M. Standards on Textile Ma- 
terials, October, 1948, p. 498. 

The Stress-Strain Diagram as a Tool in 
Textile Research —Walter J. Hamburger. 
Published in A.S.T.M. Standards on Tex- 
tile Materials, October, 1948, p. 491. 

A Stress-Strain Tester for Textiles Employing 
a Magnetic Strain Gage—J. W. Ballou. 
Published in ASTM Be ttetry, No. 150, 
January, 1948, p. 38 (TP10). 

Symposium on Flammability. 
ASTM BUuLtetin, No. 
1948: 

Flammability of 


Published in 
150, January, 


Textiles for Garment 
Purposes —Frederic Bonnet, p. 29 (TP1). 
Flameproofing in Theory and Practice— 
R. W. Little, p. 34 (TP6). 
. The Retailer’s Viewpoint on the Flam- 
mability of Textiles—Charles W. Dorn, 
p. 36 (TP8). 
Textile Materials. 
D-13, 434. 


Report of Committee 
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Thermal Insulating Materials. 


Thermal Insulating Materials. 
Committee C-16, 271. 

A Versatile Calorimeter for Specific Heat 

» Determinations—Harry Hill and Raymond 

Bell. Published in ASTM Buttetin, 
No. 151, March, 1948, p. 88 (TP96). 


Report of 


Thermometers. 


Methods of Testing. 
E-1, 498. 

Proposed Method of Measuring the ‘Tempera- 
ture of Petroleum and Petroleum Products. 
Appendix X, Report of Committee D-2, 
357. 


Report of Committee 


Thermostat Metals. 


Electrical-Heating, Resistance, and Related 
Alloys. Report of Committee B-4, 176. 


Thixotrapy. 
The Thixotropic Characteristics of Lubricat- 
ing Oil Greases—L. W. McLennan and 
G. H. Smith. Published in ASTM But- 
LETIN, No. 152, May, 1948, p. 71 (TP123). 

See Wood. 


Tin. 


A Review of the Tin Situation, Marshall W. 
Tuthill. Appendix, Report of Committee 
B-2, 146. 

What’s in an Alloy?—John C. Kiszka. Pub- 
lished in ASTM Buttetin, No. 151, March, 
1948, p. 51 (TP59). 


Toluene. 


Timber. 


Proposed Method of Test for Benzene and 
Toluene by Ultraviolet Spectrophotometry. 
Appendix XII, Report of Committee D-2 
374. 


Torsion Test. 


Proposed Method of Measuring Low-Temper- 
ature Stiffening of Rubber and Rubber- 
Like Materials by the Gehman Torsional 
Apparatus. Appendix, Report of Com- 


mittee D-11, 425. a 
Toxid Accelerators. 
a. 
Nontoxic Rubber for Gas Masks—S. H. 
Katz, 1293. Discussion, 1299. 
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Tractor Fuels. 


Summary of Proceedings . the Forum on 
Practor Fuels, 1215. | 
Traffic Paint. 


See Paint. 


The Detection of Corrosive Sulfur Compounds 
in Mineral Transformer Oil—Frank M. 
Clark and Edward L. Raab, 1201. Dis- 
cussion, 1211. 

Electrical Insulating Materials. 
Committee D-9, 402. 


Report of 


Transparency. 


Measurement of Transparency of Surface 
Coatings—J. Gross, R. H. Kienle, L. A. 
Melsheimer, and E. I. Stearns. Published 
in ASTM Buttetin, No. 153, August, 
1948, p. 73 (TP165). 


Tubes. 


Field Tests and Inspections of Bar and 
Metallic Coated Hardware, Structural 
Shapes, Plates, Bars, and Their Products. 
Report of Subcommittee XVI, Committee 
A-5, 119. 


Turbine Oils. 


Symposium on Service Experience with 
Inhibited Turbine Oils. Published in 
ASTM Butvietin, No. 152, May, 1948. 

An Evaluation of Inhibited Turbine Oils 
Versus Uninhibited Turbine Oils for 
Turbine Lubrication—M. Baker, 
p. 59 (TP111). 

Service Experience with Turbine Oils— 
C. L. Pope and QO. V. Sprague, p. 62 
(TP114). 

The Care of the Lubricant and Mainte- 
nance of the Lubricating System for Cen- 

tral Station Turbine Equipment— Ernest 

F. Walsh, p. 64 (TP116). 

Steam ‘Turbines and Their Lubrication— 


= C. D. Wilson, p. 66 (TP118). 
U 


Ultimate Consumer Goods. 
Report of Administrative Committee on 
Ultimate Consumer Goods. Appendix V, 
Annual Report of the Board of Directors, 84. 


Supyect InDEx 


Ultrasonic Testing. 


Radiographic Testing. Report of Commi. 


tee E-7, 517. 
Uranium. 4 


Isotopes and Their Application in the Fie! 
of Industrial Materials. Twenty-secor! 
Edgar Marburg Lecture—Paul C. Acher 


sold, 527. 


Varnish. 

Paint, Varnish, Lacquer, and Related Prod- 
ucts. Report of Committee D-1, 279, 


Vegetable Fiber Gaskets 


Fungus Resistance of Treated Vegetabh 
Fiber Gaskets—Sigmund Berk. Published 
in ASTM Buttetin, No. 150, Januar 
1948, p. 46 (TP18). res 


Viscosity. 


The Use of the Rossi-Peakes Flow ‘Tester jj 
Measuring the Apparent Viscosity oi 
Plastics at Temperatures from 115 to 175 
(.—F. E. Piech and W. E. Gloor. Pui- 
lished in ASTM Buttetin, No. 151, March 
1948, p. 70 (TP78). 

Volume Correction Tables. 

Factors and Tables for Volu 
Correction and Specific Gravity Conv 
sion of Liquefied Petroleum Gases. 
pendix V, Report of Committee D-2, 3i* 


Proposed 


Volume Determinations. 


An Instrument for Determining the Volu 
and Bulk Density of Granular Materia! 
William I. Gross and John C. Goshe 
Published in ASTM Buttetin, No. 15] 
March, 1948, p. 55 (TP63). 

Measurement of Volume Resistivity of E! 
trically Conducting Rubber-Like M 
terial—R. F. Miller. Published in ASTM 
BULLETIN, No. 151, March, 1948, p. 


(TP99). 
ad 
Walls. 


Factors in the Resistance of Brick Masonr 
Walls to Moisture Penetration—C. 
Connor, 1020. Discussion, 1040. 
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Industrial Water. Report of Committee See also Corrosion. 


D-19, 480. Atmospheric Durability of Steel Containing 
Nickel and Copper—Additional Exposure 
Data—N. B. Pilling and W. A. Wesley, 610. 
Station Design and Material Composition Corrosion of Non-Ferrous Metals and Alloys. 
as Factors in Boiler Corrosion—R. B. Rapert of Comanitios 
Donworth, 897. Discussion, 905. Factors of Importance in the Atmospheric 
Corrosion Testing of Low-Alloy Steels— 
H. R. Copson, 591. Discussion, 608. 
Field Tests and Inspections of Bare and 
Metallic Coated Hardware, Structural 


Panel Discussion on Corrosion of Pressure 
Vessels: 


Corrosion of High-Pressure Steam Gen- 
erators: Status of our Knowledge of the 
Effect of Copper and Iron Oxide Deposits 
in Steam Generating Tubes—Richard C. 


Corey, 907. Discussion, 926. Shapes, ae Bars, and Lion Products. 
Proposed Method for Identification of Types peg Subcommittee XVI, Committee ' 
A-9, 


of Microorganisms in Industrial Waters. 
Appendix, Report of Committee D-19, 486. 
Proposed Method for the Sampling of Steam. 


Published in ASTM Buttettx, No. 151, Committee A-5, 114. wee 
Inspection of Black and Galvanized Sheets. 


March, 1948, p. 34. 
oO Report of Subcommittee XIV, Committee 
Waterproofing Materials. 


Paint, Varnish, Lacquer, and Related Prod- 


Field Tests of Wire and Wire Products. 
Report of Wire Inspection Committee, 


Bituminous Waterproofing and Roofing Ma- ucts. Report of Committee D-1, 279. 
terials. Report of Committee D-8, 401. Summary Report of Investigations of Alumi- 

Factors in the Resistance of Brick Masonry num-Base Die-Casting Alloys Containing 
Walls to Moisture Penetration—C. C. 9.5 per cent Silicon and 0.5 per cent Mag- 
Connor, 1020. Discussion, 1040. nesium or Containing 8 per cent Magnesium 

Testing Surface Waterproofers—F. O. Ander- | Appendix, Report of Committee B-6, 191. 


egg. Published in ASTM Buttetin, No. Weighted Needles. 
155, January, 1949, p. 71 (TP33); Discus- 
sion, p. 76 (TP38). New Type Weighted Needles for Determining 


the Setting Time of Magnesium Oxychloride 
Cements—Harry E. Chisholm. Published 

in ASTM. Buttetin, No. 154, October, 


Proposed Method of Wax Pick Test for Sur- 1948, p. 37 (TP195); Discussion, p. 39 
face Strength of Paper. Appendix, (TP 197). 
port of Committee D-6, 398. Welds 


Filler Metal. Report of Joint Committee, 
210. 
Changes Found on Reciprocated Steel, Radiographic Testing. Report of Committee 


Chromium Plate, and Cast Iron Sliding E-7, 517. i. 
Surfaces—J. N. Good and Douglas Godfrey 
841. Discussion, €53. 
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the Wyzenbeek Precision Wear Test Me- Pi | 


of the Board of Directors, 69. 
ter—Seaman J. Tanenhaus and Gerald 
Winston. Published in ASTM Buttery, Windshields. 


Wear Tests. 


No. 154, October, 1948, p. 74 (TP232). Automotive Glazing with Plastics —George B. 
Service Wearing Tests—E. N. Ditton. Pub- Watkins and Joseph D. Ryan. Published 
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Wire. 


See also Steel. 

Electrical-Heating, Resistance, and Related 
Alloys. Report of Committee B-4, 176. 
Field Tests of Wire and Wire Products. 
Report of Wire Inspection Committee, 

Committee A-5, 114. 
Wires for Electrical Conductors. 
Committee B-1, 138. 


Report of 


Wood. 


Fire Tests of Materials and Construction. 
Report of Committee E-5, 512. 

A Means of Determining the Hardness of 
Wood and Modified Woods Over a Broad 
Specific Gravity Range—Richard C. 
Weatherwax, E. C. O. Erickson and Alfred 
J. Stamm. Published in ASTM Butteti, 
No. 153, August, 1948, p. 84 (TP176). 

Speed of Testing of Wood: Factors in its 
Control and Its Effect on Strength—Sympo- 
sium on Speed of Testing—L. J. Markwardt 
and J. A. Liska, 1139. 

Wood. Report of Committee D-7, 400. 


Wool. 


Some Application of Stress-Strain Measure- 
ments to the Determination of Fiber Prop- 
erties—Arnold M. Sookne. Published 
in A.S.T.M. Standards on Textile Ma- 
terials, October, 1948, p. 498. 

Textile Materials. Report of 
D-13, 434. 


Committee 


Wrought Iron. 


Inspection of Black and Galvanized Sheets. 
Report of Subcommittee XIV, Committee 
A-5, 108. 

Magnetic Properties. 
A-6, 125. 


Report of Committee 


Wyzenbeek Test Meter. 


Report of the A.S.T.M. Task Group Studying 
the Wyzenbeek Precision Wear Test Me- 
ter—Seaman J. 


and Gerald 
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Winston. Published in ASTM BULLET, 
No. 154, October, 1948, p. 74 (TP232). 
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X-ray. 


See Radiography. 
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Zinc. 


Change in Hardness of a Metal Bar Under Low 
Cycles of Reversed and Pulsating Plastic 
Bending—Harry Majors, Jr. Published 
in ASTM Buttetin, No. 155, December, 
1948, p. 39 (TP247). 


Die-Cast Metals and Alloys. Report of 
Committee B-6, 187. 
Metals and Plastics—Robert G. Chollar. 


Published in ASTM Buttetin, No. 152, 
May, 1948, p. 80 (TP 132); Discussion 
87 (TP139). 

What’s in An Alloy?—John C. Kiska. Pub 
lished in ASTM Bu Lietin, No. 151, March 
1948, p. 50 (TP58). 


Zinc Coatings. 


The Action of “Chromic Acid” on Zinc Coat- 
ings —D. J. Swaine. Published in ASTM 
BuLLETIN, No. 154, October, 1948, p. 52 
(TP210). Discussion, published in ASTM 
BULLETIN, No. 165, January, 1949, p. 49 
(TP11). 

Corrosion of Iron and Steel. 
mittee A-5, 104. 

Electrodeposited Metallic Coatings. 
of Committee B-8, 206. 

Field Tests and Inspections of Bare and 
Metallic Coated Hardware, Structural 
Shapes, Plates, Bars, and Their Products. 
Report of Subcommittee XVI, Committee 


Report of Com 


Report 


A-5, 119. 
Field Tests of Wire and Wire Product: 
Report of Wire Inspection Committee, 


Committee A-5, 114. 
Inspection of Black and Galvanized Sheets. 
Report of Subcommittee XIV, Committee 
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Testing Cathode Materials in Factory Pro- 
duction (condensed version). Published in 
ASTM Buttetin, No. 152, May, 1948, p. 
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The Effect of Temperature on the Creep of 
Two Laminated Plastics as Interpreted by 
the Hyperbolic-Sine Law and Activation 
Energy Theory, 1217. et 

Discussion, 1188. 


Adams, R. C. 


Discussion 905. 


Aebersold, Paul C. 


~ Isotopes and Their Application in the Field 
of Industrial Materials. ‘Twenty-second 
Edgar Marburg Lecture, 527. 


Allen, C. W. 


Influence of Mineral Aggregates on the 
Strength and Durability of Concrete— 


Summary of Proceedings of the Symposium 


on Mineral Aggregates, 1128. 
Allen, J. J. 


Discussion, 1299. 
Testing Surface Waterproofers. Published 
in ASTM Bulletin, No. 156, January, 1949, 
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